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newSolar® standard is the first 
model of the products 
in the most innovative range 
of sunblind roller shutters 
that allows you to adjust light, 
air and privacy, as you wish.
The pre-eminent prototype 
of the design roller shutter 
that combines elegance, 
functionality and resistance.
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“What finally is beauty? 
Certainly nothing that can be 
calculated or measured.”
NewSolar® elephant, the largest 
in the range of sunblind roller 
shutters, was created following 
this belief by Ludwig Mies van 
der Rohe, one of the leading 
architect-designers founder 
of the “Modern Movement”.
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newSolar® mini is conceived as 
the best answer to the needs of 
reduced spaces inside windows 
and/or French windows to 
darken the environments.
A new form of compatibility 
between design, newSolar® 
functionalities and reduced 
spaces for its allocation.
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In the traditional range 
of systems with extruded 
aluminum spacers newSolar® 
bicolor is the first sunblind roller 
shutter model with double 
façade in different colors. 
For the first time, an extruded 
aluminum band comes 
in a color to match the external 
façade architecture and a color 
to match the interior furnishings.
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Safety has always been an essential 
aspect of human life, an essential 
value that does not accept any 
compromises. 
Starting from this shared vision, 
the most innovative range of 
sunblind roller shutter has been 
enriched with the most performing 
and surprising model in terms 
of safety, newSolar® secure.
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DATA SHEET

3 cm

2 cm

1 cm

0,5 cm

HOOKS newSolar® 2 cm HOOKS newSolar® 0,5 cm

  

  
6   

  

6

HOOKS newSolar® 3 cm HOOKS newSolar® 1 cm

  

  
6  

  

6

For a more customized management of light and shade, standard newsolar® can also be configured 
with a combination of spacer hooks of different sizes into the same roller shutter curtain.

AVAILABLE DISTANCES BETWEEN THE ROLLER SHUTTER CURTAIN SLATS: 4

galvanized steel FE37 cod. SOL2TSG43AS

silent 3 cm

stainless steel cod. SOL2TSG43IS

  

  

galvanized steel FE37 cod. SOL2TSG43A

regular 3 cm

stainless steel cod. SOL2TSG43I

  

  

  

  

galvanized steel FE37 cod. SOL2TSG36AS

silent 2 cm

stainless steel cod. SOL2TSG36IS

galvanized steel FE37 cod. SOL2TSG36A

regular 2 cm

stainless steel cod. SOL2TSG36I

  

  

Total weight per square 
meter 9 kg

Maximum recommended 
dimensions  

250 cm x 300 cm
width x height

7

The distance between one slat and the other can have a variation of up to 3 mm

10/10

Ø 60

THICKNESS

DIAMETER

ROLLER 

(H) ARCHITECTURAL 
HEIGHT UNDER THE BOX

PACKAGE CONTENTS:
-  Complete roller shutter curtain
-  Anti-lifting safety blocks complete with 
 Ø 70 rings to be positioned at the ends 
 of the newSolar® roller shutter curtain 
 as described in the installation manual
-  Safety springs for roller attachment with cover
-  Rail brush
-  Winding ring to be positioned at the end 
 of the newSolar® roller shutter curtain 
 as per installation manual

SPACER HOOKS 3 cm

FINISHED 
HEIGHT DIAMETER

120 18,8

140 20,1

160 20,3

180 20,8

200 22,2

220 23,2

240 23,8

260 24,2

280 25,4

300 25,7

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 18,9

140 20,2

160 20,5

180 20,9

200 22,4

220 23,5

240 24,0

260 24,4

280 25,6

300 25,9

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19

140 20,3

160 20,6

180 21,2

200 22,6

220 23,6

240 24,3

260 24,7

280 25,7

300 26,5

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 2 cm

FINISHED 
HEIGHT DIAMETER

120 17,5

140 18,7

160 20,3

180 20,5

200 21,7

220 22,2

240 23,5

260 23,9

280 25,2

300 25,7

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 17,6

140 18,8

160 20,5

180 20,7

200 22,0

220 23,0

240 23,9

260 25,0

280 25,3

300 26,0

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,2

140 19,8

160 21,7

180 22,0

200 22,2

220 23,5

240 24,4

260 25,1

280 26,7

300 27,0

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN



EXTRUDED ALUMINUM PROFILES

STANDARD 
HOOK SLAT

cod. SOL2TSFAS

10

52
,5

ROLLER 
ATTACHMENT 
BAND

cod. SOL2TSFAR

10,5

45

STANDARD 
SLAT

cod. SOL2TSFS

12,5

71
,8

CLOSURES

INTERMEDIATE 
CLOSURE BOLT

cod. SOL2TSCI

FINAL 
CLOSURE LOCK

cod. SOL2TSST

CAPS

9

30
,4

INTERMEDIATE 
SLAT FOR 
ROLLER 
HOOKING

cod. SOL2TSFIAR

8,5

40
,2

FINAL COVER

cod. SOL2TSFCT

galvanized steel FE37 cod. SOL2TSG28A

regular 1 cm

stainless steel cod. SOL2TSG28I

  

  

galvanized steel FE37 cod. SOL2TSG28AS

silent 1 cm

stainless steel cod. SOL2TSG28IS

  

  

galvanized steel FE37 cod. SOL2TSG20A

regular 0,5 cm

stainless steel cod. SOL2TSG20I

  

  

galvanized steel FE37 cod. SOL2TSG20AS

silent 0,5 cm

stainless steel cod. SOL2TSG20IS

  

  

DATA SHEET

cod. SOL2TSTMF

HALF SLAT CAP
cod. SOL2TSTT

FINAL CAP (PAIR)
cod. SOL21TP

SMALL CAP
cod. SOL2TSTG

BIG CAP

8 9

13,1

FINAL ELEMENT

cod. SOL2TSFTN

13
6,

6

SPACER HOOKS 1 cm

FINISHED 
HEIGHT DIAMETER

120 18,9

140 19,0

160 19,9

180 20,7

200 21,5

220 21,8

240 23,5

260 23,7

280 24,0

300 24,7

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19

140 19,2

160 20,0

180 20,9

200 21,7

220 23,0

240 23,8

260 24,0

280 24,2

300 25,2

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,5

140 19,7

160 20,8

180 21,0

200 22,2

220 23,5

240 24,2

260 24,6

280 24,7

300 25,4

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 0,5 cm

FINISHED 
HEIGHT DIAMETER

120 17,4

140 18,8

160 19,4

180 20,4

200 21,0

220 21,5

240 23,0

260 23,5

280 24,0

300 24,5

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 17,5

140 19,0

160 19,6

180 20,6

200 21,4

220 21,8

240 23,4

260 24,0

280 24,2

300 24,9

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 17,6

140 19,2

160 20,4

180 20,8

200 22,5

220 23,0

240 23,6

260 25,0

280 25,5

300 26,0

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN



ORDER METHOD

MAXIMUM 
DIMENSIONS
This newSolar® model 
is available with 
a maximum width 
of 250 cm per single roller 
shutter curtain.

LOCK ON 
TERMINAL SLAT
This newSolar® can 
be locked or bolted 
to the end slat.

REGULAR 
SYSTEM
Patented feature 
that turns the newSolar® 
into a sunscreen.

4 DISTANCES
Maximum configuration. 
The roller shutter curtain 
of this newSolar® can be 
ordered with 4 different 
spacer sizes: 3 cm, 2 cm, 
1 cm, 0.5 cm, also 
in different combinations.
Configuration to be 
communicated upon 
ordering.

HOW TO TAKE MEASUREMENTS

FEATURES 

ROLLER SHUTTER CURTAIN WIDTH: measure the width by referring to the inside of the rails and 
report the measurement after subtraction of -7 mm.

 EXAMPLE: in case of real dimension 92,7 cm, you need to communicate 92 cm at the order  
         placement

ROLLER SHUTTER CURTAIN HEIGHT: measure the height referring to the ARCHITECTURAL LIGHT and 
report the measurement after addition of +10 cm. 

 EXAMPLE: in case of exact dimension 210 cm, you need to communicate 220 cm at the   
    order placement 
    For BT> 5 cm add 1 cm to the finished dimension for each additional cm

REDUCED 
FOOTPRINT
despite being a rolling 
shutter with detachable 
slats-profiles, newsolar® 

can be allocated in the 
most popular boxes 
on the market.

INTERMEDIATE 
CLOSURES
In this newSolar® model 
you can also mount 
some bolts on the 
intermediate slats, 
at the desired height.

SILENT 
SYSTEM
Patented feature that 
allows the newSolar® 
to have maximum 
silence during opening 
and closing operations.

up to 250 cm

10 11

INNER RAIL DIMENSION - 7 mm

WARNING
At the order placement it is necessary to communicate only final dimensions:
inner rail WIDTH -7mm
light HEIGHT + 10 cm if BT> 5 cm then add 1 cm to the final dimension for each additional cm

To calculate the finished height, add 10 cm up 
to a BT of 5 cm (H + 10 cm) to the dimension of 
the architectural height under the box H.

For box thickness BT over 5 cm, add 1 cm to the 
final dimension for each additional cm.
E.g.: box thickness BT 6 cm = H + 11 cm
E.g.: box thickness BT 8 cm = H + 13 cm

Example:
H = 210 cm dimension to be communicated 220 
cm

Example:
BT 6 cm dimension to be communicated 221 cm
Example:
BT 7 cm dimension to be communicated 222 cm

SOLAIO

INTERNOESTERNO

(H) ARCHITECTURAL 
HEIGHT UNDER THE 
BOX

LINTEL
(BT) BOX 
THICKNESS



PRICE LIST EXCLUDING VAT

12 13

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 179,85

Dotted colors 1,30 mq € 179,85

Wood colors 1,30 mq € 251,79

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

PRODUCT WITH SPACERS AND SCREWS IN GALVANIZED STEEL FE37

PRODUCT WITH STAINLESS STEEL AISI 304 SPACERS AND SCREWS

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 201,43

Colori puntinati 1,30 mq € 201,43

Wood colors 1,30 mq € 273,37

Nonstandard RAL and dotted colors 1,30 mq On demand

Colori non di serie legno 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic Colors 1,30 mq € 221,82

Dotted colors 1,30 mq € 221,82

Wood colors 1,30 mq € 293,76

Nonstandard RAL and dotted colors 1,30 mq On demand

Colori non di serie legno 1,30 mq On demand

PRODUCT WITH SILENT SPACERS AND SCREWS IN STAINLESS STEEL AISI 304

DESCRIPTION MINIMUM BILLABLE COST

Basic Colors 1,30 mq € 201,43

Dotted colors 1,30 mq € 201,43

Colori legno 1,30 mq € 273,37

Nonstandard RAL and dotted colors 1,30 mq On demand

Colori non di serie legno 1,30 mq On demand

PRODUCT WITH SILENT SPACERS AND SCREWS IN GALVANIZED STEEL FE37

OPTIONS FOR CURTAIN CLOSING 

WARNING: for regular operation of the newSolar® it is necessary to use only the brush 
supplied with the configured and ordered rail, which is included in the package already 
cut at the required dimension.

COMPATIBLE RAILS The rails have always the same height as the final dimension of the roller shutter curtain

To see the technical data sheets of the rails go to page 130 or on the website www.newsolar.info

lock € 54,28/pz

final bolt € 27,14/cp

intermediate bolt € 40,71/cp

GATS 001N
Required brush:

up to width 100 cm bristle height 0,5 
over 100 cm bristle height 0,7

€ 12,54/ml € 21,31/ml

GATS 002N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle height 0,9

€ 12,54/ml € 21,31/ml

GATS 004N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle heighte 0,9

€ 12,54/ml € 21,31/ml

GATS 006N
Required brush:

up to width 100 cm bristle height 0,5
over 100 cm bristle height 0,7

€ 15,04/ml € 23,82/ml

GATS 007N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle height 0,9

€ 16,30/ml € 25,07/ml

GATS 008N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle height 0,9

€ 18,80/ml € 31,34/ml

RAIL 75 EQUIPPED WITH ENTRY
Required brush:

bristle height 0,7 mm
€ 31,34/ml € 42,62/ml

CARTER € 7,52/ml € 10,03/ml

Ral - Dotted Wood

28

24,2

17,6

15,5
x

23,9

17
x

25,930

26,2

21,6

30
,5

25,5

19,5
x

27,5

40

22

15,6
x

36,4

45

25

18,6
x

41,4

60

25

18,6
x

56,4

17
,2

45,4
75

53

28 19



14

Commessa: 
82974 
Provenienza dell’oggetto: 
campionato e fornito dal cliente 
Identificazione dell’oggetto in accettazione: 
2020/0106 del 20 gennaio 2020 
Data dell’attività: 
dal 23 gennaio 2020 al 28 gennaio 2020 
Luogo dell’attività: 
Istituto Giordano S.p.A. - Strada Erbosa Uno, 
82/84 - 47043 Gatteo (FC) - Italia 
Indice Pagina 
Descrizione dell’oggetto* 2 
Riferimenti normativi 4 
Apparecchiature 5 
Modalità 5 
Condizioni ambientali 7 
Risultati 7 
 

Il presente documento è composto da n. 23 pagine e 
non può essere riprodotto parzialmente, 
estrapolando parti di interesse a discrezione del 
cliente, con il rischio di favorire una interpretazione 
non corretta dei risultati, fatto salvo quanto definito a 
livello contrattuale. 
I risultati si riferiscono solo all’oggetto in esame, così 
come ricevuto, e sono validi solo nelle condizioni in cui 
l’attività è stata effettuata. 
L’originale del presente documento è costituito da un 
documento informatico firmato digitalmente ai sensi 
della Legislazione Italiana applicabile. 
 

Responsabile Tecnico di Prova: 
Dott. Andrea Cucchi 
Responsabile del Laboratorio di Ottica: 
Dott. Daniele Zecca 
 

Compilatore: Agostino Vasini 
Revisore: Dott. Andrea Cucchi 
 

Pagina 1 di 23 

 
 

 

 

Istituto Giordano S.p.A. 
Via Gioacchino Rossini, 2 
47814 Bellaria-Igea Marina (RN) - Italia 
 

Tel. +39 0541 343030 - Fax +39 0541 345540 
www.giordano.it 
istitutogiordano@giordano.it 
PEC: ist-giordano@legalmail.it 

Codice fiscale/Partita IVA: 00 549 540 409 
Capitale sociale € 1.500.000 i.v. 
R.E.A. c/o C.C.I.A.A. (RN) 156766 
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RAPPORTO DI PROVA N. 368951 

Cliente 

TENDA SISTEM S.r.l. 
Via Giorgio Almirante, 15/17 - 70025 GRUMO APPULA (BA) - Italia 

Oggetto* 

tapparelle denominate 
 

Standard - secure 3 dis. 3cm Bianco Secure 2 - secure 4 dis. 1cm Bianco 
Standard - secure 3 dis. 3cm Marrone Secure 2 - secure 4 dis. 1cm Marrone 
Standard - secure 3 dis. 2cm Bianco Secure 2 - secure 4 dis. 0,5cm Bianco 
Standard - secure 3 dis. 2cm Marrone Secure 2 - secure 4 dis. 0,5cm Marrone 
Standard - secure 3 dis. 1cm Bianco Elephant dis. 2cm Bianco 
Standard - secure 3 dis. 1cm Marrone Elephant dis. 2cm Marrone 
Standard - secure 3 dis. 0,5cm Bianco Elephant dis. 1cm Bianco 
Standard - secure 3 dis. 0,5cm Marrone Elephant dis. 1cm Marrone 
Secure 2 - secure 4 dis. 3cm Bianco Elephant dis. 0,5cm Bianco 
Secure 2 - secure 4 dis. 3cm Marrone Elephant dis. 0,5cm Marrone 
Secure 2 - secure 4 dis. 2cm Bianco Mini dis. 2cm Bianco 
Secure 2 - secure 4 dis. 2cm Marrone Mini dis. 2cm Marrone 

Attività 

 
determinazione delle caratteristiche di comfort termico e 

visivo secondo la norma UNI EN 14501:2006 
   

(*) secondo le dichiarazioni del cliente. 

Bellaria-Igea Marina - Italia, 30 gennaio 2020 L’Amministratore Delegato 
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RAPPORTO DI PROVA 
 
 

N. 0377/RP/2021 
 
 

27 Gennaio 2021 
 
 

Richiedente 
Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  
70025 Grumo Appula (BA) 

   
Campione sottoposto a prova 

Tapparella con fasce distanziabili 
 commercialmente denominata “NEWSOLAR STANDARD, NEWSOLAR SECURE 2-3-4” 

 (cfr. descrizione) 
 
 
 

Prove eseguite 
Resistenza al carico del vento 

 
 

Riferimenti normativi 
UNI EN 13659:2015 
UNI EN 1932:2013 

 
 

Il Rapporto è composto da n. 10 pagine e può essere riprodotto solo integralmente. 
I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova
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AVAILABLE DISTANCES BETWEEN THE ROLLER SHUTTER CURTAIN SLATS: 1

HOOKS newSolar® mini 2 cm

3 cm

2 cm

1 cm

0,5 cm

DATA SHEET

galvanized steel FE37 cod. SOL2MTSG

mini regular 2 cm

stainless steel cod. SOL2MTSGI

3

20 21

Total weight per square 
meter 8 kg

Maximum recommended 
dimensions  

170 cm x 300 cm
width x height

PACKAGE CONTENTS:
- Complete roller shutter curtain
- Safety springs for roller attachment  
 with cover
- Rail brush

SPACER HOOKS 2 cm

FINISHED 
HEIGHT DIAMETER

120 14,4

140 15,0

160 16,5

180 16,8

200 17,4

220 18,3

240 19,0

260 19,6

280 20,3

300 21,4

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 14,6

140 15,9

160 16,8

180 16,9

200 17,8

220 18,5

240 19,5

260 20,0

280 20,5

300 21,7

UP TO 170 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

10/10

Ø 60

THICKNESS

DIAMETER

ROLLER 

(H) ARCHITECTURAL 
HEIGHT UNDER THE BOX

The distance between one slat and the other can have a variation of up to 3 mm



FEATURES

EXTRUDED ALUMINUM PROFILES

FINAL 
ELEMENT

cod. SOL2MTSFT

9,7

79
,5

FIRST 
SLAT

cod. SOL2MTSPF

8

42
,5

FINAL 
COVER

cod. SOL2MTSCT

8,5

40

STANDARD 
SLAT

cod. SOL2MTSFS

8

47
,5

STANDARD 
HOOK SLAT

cod. SOL2MTSPP

8
42

,7

DATA SHEET

CLOSURES

FINAL 
CLOSURE 
BOLT
cod. SOL2TSCI

CAPS

cod. SOL2MTSTS

STANDARD CAP
cod. SOL2MTPF

SAFETY FINAL CAP 
(PAIR)

cod. SOL2MTSTFAR

ROLLER HOOKING 
SLAT CAP

MAXIMUM 
DIMENSIONS
This newSolar® model 
is available with 
a maximum width 
of 170 cm per single 
roller shutter curtain.

LOCK ON 
TERMINAL SLAT
This newSolar® model 
can only be closed with 
a stop on the end slat.

UNIQUE 
DISTANCE
The roller shutter curtain 
of this newSolar® can 
be ordered with a single 
2 cm spacer.
In perfect harmony 
with the size of its slats.

VERY REDUCED 
DIMENSIONS
NewSolar® model with 
the smallest overall 
dimensions of the 
whole range. Suitable 
also for external boxes.

REGULAR 
SYSTEM
Patented feature that 
turns the newSolar® 
into a sunscreen.
The Silent variant is not 
available for this model 
as its movement 
is already silent.

up to 170 cm

22 23

cod. SOL2MTSTT
FINAL CAP (PAIR)



PRICE LIST EXCLUDING VATORDER METHOD

HOW TO TAKE MEASUREMENTS

24 25

INNER RAIL DIMENSION- 7 mm

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 227,81

Dotted colors 1,30 mq € 227,81

Wood colors 1,30 mq € 299,75

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

PRODUCT WITH SPACERS AND SCREWS IN GALVANIZED STEEL FE37

PRODUCT WITH STAINLESS STEEL AISI 304 SPACERS AND SCREWS

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 251,79

Dotted colors 1,30 mq € 251,79

Wood colors 1,30 mq € 323,73

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

OPTIONS FOR CURTAIN CLOSING 

final bolt € 27,14/cp

WARNING: the SILENT function is not currently provided for this model.

Warning: for regular operation of the newsolar® it is necessary to use only the brush supplied 
with the configured and ordered rail, which is included in the package already cut at the 
required dimension.

GATS 001N
Required brush:

up to width 100 cm bristle height 0,5 
over 100 cm bristle height 0,7

€ 12,54/ml € 21,31/ml

GATS 006N
Required brush:

up to width 100 cm bristle height 0,5 
over 100 cm bristle height 0,7

€ 15,04/ml € 23,82/ml

COMPATIBLE RAILS

Ral - Dotted Wood

To see the technical data sheets of the rails go to page 130 or on the website www.newsolar.info

28

24,2

17,6

15,5
x

23,9

40

22

15,6
x

36,4

ROLLER SHUTTER CURTAIN WIDTH: measure the width by referring to the inside of the rails and 
report the measurement after subtraction of -7 mm.

 EXAMPLE: In case of real dimension 92,7 cm, you need to communicate 92 cm at the order  
           placement

ROLLER SHUTTER CURTAIN HEIGHT: measure the height referring to the ARCHITECTURAL LIGHT and 
report the measurement after addition of +10 cm. 

 EXAMPLE: in case of exact dimension 210 cm, you need to communicate 220 cm at the   
    order placement 
    For BT> 5 cm add 1 cm to the finished dimension for each additional cm

WARNING
At the order placement it is necessary to communicate only final dimensions:
inner rail WIDTH -7mm
light HEIGHT + 10 cm if BT> 5 cm then add 1 cm to the final dimension for each additional cm

To calculate the finished height, add 10 cm up 
to a BT of 5 cm (H + 10 cm) to the dimension of 
the architectural height under the box H.

For box thickness BT over 5 cm, add 1 cm to the 
final dimension for each additional cm.
E.g.: box thickness BT 6 cm = H + 11 cm
E.g.: box thickness BT 8 cm = H + 13 cm

Example:
H = 210 cm dimension to be communicated 220 
cm

Example:
BT 6 cm dimension to be communicated 221 cm
Example:
BT 7 cm dimension to be communicated 222 cm

SOLAIO

INTERNOESTERNO

(H) ARCHITECTURAL 
HEIGHT UNDER THE 
BOX

LINTEL
(BT) BOX 
THICKNESS

The rails have always the same height as the final dimension of the roller shutter curtain
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L’originale del presente documento è costituito da un 
documento informatico firmato digitalmente ai sensi 
della Legislazione Italiana applicabile. 
 

Responsabile Tecnico di Prova: 
Dott. Andrea Cucchi 
Responsabile del Laboratorio di Ottica: 
Dott. Daniele Zecca 
 

Compilatore: Agostino Vasini 
Revisore: Dott. Andrea Cucchi 
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RAPPORTO DI PROVA N. 368951 

Cliente 

TENDA SISTEM S.r.l. 
Via Giorgio Almirante, 15/17 - 70025 GRUMO APPULA (BA) - Italia 

Oggetto* 

tapparelle denominate 
 

Standard - secure 3 dis. 3cm Bianco Secure 2 - secure 4 dis. 1cm Bianco 
Standard - secure 3 dis. 3cm Marrone Secure 2 - secure 4 dis. 1cm Marrone 
Standard - secure 3 dis. 2cm Bianco Secure 2 - secure 4 dis. 0,5cm Bianco 
Standard - secure 3 dis. 2cm Marrone Secure 2 - secure 4 dis. 0,5cm Marrone 
Standard - secure 3 dis. 1cm Bianco Elephant dis. 2cm Bianco 
Standard - secure 3 dis. 1cm Marrone Elephant dis. 2cm Marrone 
Standard - secure 3 dis. 0,5cm Bianco Elephant dis. 1cm Bianco 
Standard - secure 3 dis. 0,5cm Marrone Elephant dis. 1cm Marrone 
Secure 2 - secure 4 dis. 3cm Bianco Elephant dis. 0,5cm Bianco 
Secure 2 - secure 4 dis. 3cm Marrone Elephant dis. 0,5cm Marrone 
Secure 2 - secure 4 dis. 2cm Bianco Mini dis. 2cm Bianco 
Secure 2 - secure 4 dis. 2cm Marrone Mini dis. 2cm Marrone 

Attività 

 
determinazione delle caratteristiche di comfort termico e 

visivo secondo la norma UNI EN 14501:2006 
   

(*) secondo le dichiarazioni del cliente. 

Bellaria-Igea Marina - Italia, 30 gennaio 2020 L’Amministratore Delegato 
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NOTES

 

 

 
 

RAPPORTO DI PROVA 
 
 

N. 0376/RP/2021 
 
 

27 Gennaio 2021 
 
 

Richiedente 
Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  
70025 Grumo Appula (BA) 

   
 

Campione sottoposto a prova 
Tapparella con fasce distanziabili 

 commercialmente denominata “NEWSOLAR MINI” 
 (cfr. descrizione) 

 
 

Prove eseguite 
Resistenza al carico del vento 

 
 

Riferimenti normativi 
UNI EN 13659:2015 
UNI EN 1932:2013 

 
 

Il Rapporto è composto da n. 10 pagine e può essere riprodotto solo integralmente. 
I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova





DATA SHEET

AVAILABLE DISTANCES BETWEEN THE ROLLER SHUTTER CURTAIN SLATS: 1

  

  
6

For a more customized management of light and shade, newSolar® elephant can also be 
configured with a combination of spacer hooks of different sizes into the same roller shutter 
curtain.

32 33

WARNING: Due to the large dimensions of the newSolar® elephant, sometimes during the 
closing phase it can happen that the single slats of the shutter do not fit together perfectly, 
allowing a glimpse of thin beams of light.

3 cm

2 cm

1 cm

0,5 cm
La distanza tra una fascia e l’altra può avere una variazione fino a 3 mm

Total weight per square 
meter 9 kg

Maximum recommended 
dimensions 

600 cm x 300 cm
width x height

PACKAGE CONTENTS:
- Complete roller shutter curtain
- Anti-lifting safety blocks complete with 
 Ø 70 rings to be positioned at the ends 
 of the newSolar® roller shutter curtain 
 as described in the installation manual
- Rail brush

ESSENTIAL REQUIREMENT: 
ROLL Ø 70, THICKNESS 15/10

Ø70

15/10
THICKNESS

NEWSOLAR® ELEPHANT IS EQUIPPED 
WITH A SILENT SYSTEM AS STANDARD

SPACER HOOKS 2 cmOVERALL DIMENSIONS TABLE

FINISHED 
HEIGHT DIAMETER

120 18,3

140 20,1

160 20,8

180 21,6

200 22,0

220 23,2

240 24,0

260 25,0

280 25,3

300 25,9

UP TO 600 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

  

  

galvanized steel FE37 cod. SOL2TSG36A

regular 2 cm

stainless steel cod. SOL2TSG36I

DIAMETER

ROLLER 

(H) ARCHITECTURAL 
HEIGHT UNDER THE BOX

HOOKS newSolar® mini 2 cm

The distance between one slat and the other can have a variation of up to 3 mm



FEATURESDATA SHEET

CLOSURES

INTERMEDIATE 
CLOSURE 
BOLT
cod. SOL2TSCI

FINAL 
CLOSURE 
LOCK
cod. SOL2TSST

CAPS

cod. SOL2TSTMF

HALF SLAT CAP
cod. SOL2TSTT

FINAL CAP (PAIR)
cod. SOL21TP

SMALL CAP
cod. SOL2TSTG

BIG CAP

cod. SOL2ETSSTV

WIND SEAL SUPPORT
cod. SOL2ETSTPF

BAND PROTECTOR CAP
(PAIR)

cod. SOL2ETTI

INTERNAL SEALING CAP FOR 
WIND SEAL SUPPORT

34 35

EXTRUDED ALUMINUM PROFILES

9

30
,4

INTERMEDIATE 
SLAT FOR 
ROLLER 
HOOKING

cod. SOL2TSFIAR

ROLLER 
ATTACHMENT 
BAND

cod. SOL2TSFAR

10,5

45

STANDARD 
SLAT

cod. SOL2ETSFS

12,5

67
,9

13

FINAL 
ELEMENT

cod. SOL2ETSFT

13
4

STANDARD 
HOOK SLAT

cod. SOL2ETSFAS

12,5

72
,8

8,5

40
,2

FINAL 
COVER

cod. SOL2TSFCT

ELEPHANT SYSTEM
This newSolar® has 
a slat containment 
system which allows 
installations with widths 
up to 6 meters.

REDUCED 
FOOTPRINT
Despite being a rolling 
shutter with detachable 
slats-profiles, newsolar® 
can be allocated in the 
most popular boxes on 
the market.

LOCK ON 
TERMINAL SLAT
This newSolar® can be 
locked or bolted to the 
end slat.

UP TO 6 METER

UNIQUE DISTANCE
The roller shutter curtain 
of this newSolar® can 
be ordered with a single 
2 cm spacer.
In perfect harmony with 
the size of its slats.

REGULAR SYSTEM
Patented feature that 
turns the newSolar® into 
a sunscreen.
The Elephant model is 
equipped with the Silent 
system as standard.
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PRICE LIST EXCLUDING VAT

lock € 54,28/pz

final bolt € 27,14/cp

OPTIONS FOR CURTAIN CLOSING 

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 227,81

Dotted colors 1,30 mq € 227,81

Wood colors 1,30 mq € 299,75

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

PRODUCT WITH SPACERS AND SCREWS IN GALVANIZED STEEL FE37

PRODUCT WITH STAINLESS STEEL AISI 304 SPACERS AND SCREWS

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 251,79

Dotted colors 1,30 mq € 251,79

Wood colors 1,30 mq € 323,73

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

ORDER METHOD

HOW TO TAKE MEASUREMENTS

INNER RAIL DIMENSION- 7 mm

ROLLER SHUTTER CURTAIN WIDTH: measure the width by referring to the inside of the rails and 
report the measurement after subtraction of -7 mm.

 EXAMPLE: In case of real dimension 92,7 cm, you need to communicate 92 cm at the order  
           placement

ROLLER SHUTTER CURTAIN HEIGHT: measure the height referring to the ARCHITECTURAL LIGHT 
and report the measurement after addition of +10 cm. 

 EXAMPLE: in case of exact dimension 210 cm, you need to communicate 220 cm at the   
    order placement 
    For BT> 5 cm add 1 cm to the finished dimension for each additional cm

WARNING
At the order placement it is necessary to communicate only final dimensions:
inner rail WIDTH -7mm
light HEIGHT + 10 cm if BT> 5 cm then add 1 cm to the final dimension for each additional cm

To calculate the finished height, add 10 cm up 
to a BT of 5 cm (H + 10 cm) to the dimension of 
the architectural height under the box H.

For box thickness BT over 5 cm, add 1 cm to the 
final dimension for each additional cm.
E.g.: box thickness BT 6 cm = H + 11 cm
E.g.: box thickness BT 8 cm = H + 13 cm

Example:
H = 210 cm dimension to be communicated 220 
cm

Example:
BT 6 cm dimension to be communicated 221 cm
Example:
BT 7 cm dimension to be communicated 222 cm

SOLAIO

INTERNOESTERNO

(H) ARCHITECTURAL 
HEIGHT UNDER THE 
BOX

LINTEL
(BT) BOX 
THICKNESS



PRICE LIST EXCLUDING VAT

WARNING: for regular operation of the newSolar® it is necessary to use only the brush 
supplied with the configured and ordered rail, which is included in the package already 
cut at the required dimension.
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Commessa: 
82974 
Provenienza dell’oggetto: 
campionato e fornito dal cliente 
Identificazione dell’oggetto in accettazione: 
2020/0106 del 20 gennaio 2020 
Data dell’attività: 
dal 23 gennaio 2020 al 28 gennaio 2020 
Luogo dell’attività: 
Istituto Giordano S.p.A. - Strada Erbosa Uno, 
82/84 - 47043 Gatteo (FC) - Italia 
Indice Pagina 
Descrizione dell’oggetto* 2 
Riferimenti normativi 4 
Apparecchiature 5 
Modalità 5 
Condizioni ambientali 7 
Risultati 7 
 

Il presente documento è composto da n. 23 pagine e 
non può essere riprodotto parzialmente, 
estrapolando parti di interesse a discrezione del 
cliente, con il rischio di favorire una interpretazione 
non corretta dei risultati, fatto salvo quanto definito a 
livello contrattuale. 
I risultati si riferiscono solo all’oggetto in esame, così 
come ricevuto, e sono validi solo nelle condizioni in cui 
l’attività è stata effettuata. 
L’originale del presente documento è costituito da un 
documento informatico firmato digitalmente ai sensi 
della Legislazione Italiana applicabile. 
 

Responsabile Tecnico di Prova: 
Dott. Andrea Cucchi 
Responsabile del Laboratorio di Ottica: 
Dott. Daniele Zecca 
 

Compilatore: Agostino Vasini 
Revisore: Dott. Andrea Cucchi 
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Istituto Giordano S.p.A. 
Via Gioacchino Rossini, 2 
47814 Bellaria-Igea Marina (RN) - Italia 
 

Tel. +39 0541 343030 - Fax +39 0541 345540 
www.giordano.it 
istitutogiordano@giordano.it 
PEC: ist-giordano@legalmail.it 

Codice fiscale/Partita IVA: 00 549 540 409 
Capitale sociale € 1.500.000 i.v. 
R.E.A. c/o C.C.I.A.A. (RN) 156766 
Registro Imprese della Romagna - Forlì-Cesena e Rimini n. 00 549 540 409 

 

RAPPORTO DI PROVA N. 368951 

Cliente 

TENDA SISTEM S.r.l. 
Via Giorgio Almirante, 15/17 - 70025 GRUMO APPULA (BA) - Italia 

Oggetto* 

tapparelle denominate 
 

Standard - secure 3 dis. 3cm Bianco Secure 2 - secure 4 dis. 1cm Bianco 
Standard - secure 3 dis. 3cm Marrone Secure 2 - secure 4 dis. 1cm Marrone 
Standard - secure 3 dis. 2cm Bianco Secure 2 - secure 4 dis. 0,5cm Bianco 
Standard - secure 3 dis. 2cm Marrone Secure 2 - secure 4 dis. 0,5cm Marrone 
Standard - secure 3 dis. 1cm Bianco Elephant dis. 2cm Bianco 
Standard - secure 3 dis. 1cm Marrone Elephant dis. 2cm Marrone 
Standard - secure 3 dis. 0,5cm Bianco Elephant dis. 1cm Bianco 
Standard - secure 3 dis. 0,5cm Marrone Elephant dis. 1cm Marrone 
Secure 2 - secure 4 dis. 3cm Bianco Elephant dis. 0,5cm Bianco 
Secure 2 - secure 4 dis. 3cm Marrone Elephant dis. 0,5cm Marrone 
Secure 2 - secure 4 dis. 2cm Bianco Mini dis. 2cm Bianco 
Secure 2 - secure 4 dis. 2cm Marrone Mini dis. 2cm Marrone 

Attività 

 
determinazione delle caratteristiche di comfort termico e 

visivo secondo la norma UNI EN 14501:2006 
   

(*) secondo le dichiarazioni del cliente. 

Bellaria-Igea Marina - Italia, 30 gennaio 2020 L’Amministratore Delegato 

GATS 002N
Required brush:

up to width 100 cm bristle height 0,5 
over 100 cm bristle height 0,7

€ 12,54/ml € 21,31/ml

GATS 004N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle height 0,9

€ 12,54/ml € 21,31/ml

GATS 006N
Required brush:

up to width 100 cm bristle height 0,5
over 100 cm bristle height 0,7

(RECOMMENDED RAIL)

€ 15,04/ml € 23,82/ml

RAIL 75 EQUIPPED WITH ENTRY
Required brush:

bristle height 0,7 mm
€ 31,34/ml € 42,62/ml

CARTER € 7,52/ml € 10,03/ml

Ral - Dotted Wood

17
x

25,9

30

26,2

21,6

30
,5

25,5

19,5
x

27,5

40

22

15,6
x

36,4

17
,2

45,4

75

53

28 19

COMPATIBLE RAILS
To see the technical data sheets of the rails go to page 130 or on the website www.newsolar.info

The rails have always the same height as the final dimension of the roller shutter curtain
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RAPPORTO DI PROVA 
 
 

N. 0375/RP/2021 
 
 

27 Gennaio 2021 
 
 

Richiedente 
Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  
70025 Grumo Appula (BA) 

   
 

Campione sottoposto a prova 
Tapparella con fasce distanziabili 

 commercialmente denominata “NEWSOLAR ELEPHANT” 
 (cfr. descrizione) 

 
 

Prove eseguite 
Resistenza al carico del vento 

 
 

Riferimenti normativi 
UNI EN 13659:2015 
UNI EN 1932:2013 

 
 

Il Rapporto è composto da n. 10 pagine e può essere riprodotto solo integralmente. 
I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova
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DATA SHEET

3 cm

2 cm

1 cm

0,5 cm

HOOK newSolar® 0,5 cm

  

  

6

For a more customized management of light and shade, newSolar® elephant can also be 
configured with a combination of spacer hooks of different sizes into the same roller shutter 
curtain.

AVAILABLE DISTANCES BETWEEN THE ROLLER SHUTTER CURTAIN SLATS: 3

Total weight per square 
meter 12 kg

Maximum recommended 
dimensions 

250 cm x 300 cm
width x height

PACKAGE CONTENTS:
- Complete roller shutter curtain
- Safety springs for roller attachment with cover
- Rail brush
- Winding ring to be positioned at the end of the  
 newSolar® roller shutter curtain as    
 per installation manual

galvanized steel FE37 cod. SOL2TSG36A

regular 2 cm

stainless steel  cod. SOL2TSG36I

  

  

SPACER HOOKS 2 cm

FINISHED 
HEIGHT DIAMETER

120 18,3

140 19,7

160 21,8

180 22,8

200 23,6

220 23,4

240 24,3

260 25,0

280 26,0

300 27,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,3

140 21,0

160 21,8

180 21,8

200 23,3

220 24,3

240 25,0

260 25,8

280 27,0

300 27,7

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 20,7

140 21,0

160 22,2

180 23,8

200 23,9

220 25,2

240 25,2

260 25,4

280 27,2

300 28,0

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

galvanized steel FE37 cod. SOL2TSG28A

regular 1 cm

stainless steel cod. SOL2TSG28I

  

  

SPACER HOOKS 1 cm

FINISHED 
HEIGHT DIAMETER

120 18,5

140 19,6

160 20,6

180 22,0

200 22,0

220 23,1

240 24,0

260 24,5

280 26,0

300 27,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,5

140 20,6

160 21,6

180 22,0

200 24,0

220 23,3

240 24,3

260 25,5

280 26,5

300 27,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,4

140 20,1

160 21,2

180 23,0

200 24,3

220 24,0

240 25,1

260 25,8

280 27,0

300 28,0

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN3 cm

2 cm

1 cm

0,5 cm HOOK newSolar® 1 cm

  

  

6

HOOK newSolar® 2 cm

  

  
6

45

NEW PATENT

10/10

Ø 60

THICKNESS

DIAMETER

ROLLER 

(H) ARCHITECTURAL 
HEIGHT UNDER THE BOX

The distance between one slat and the other can have a variation of up to 3 mm



EXTRUDED ALUMINUM PROFILES

STANDARD 
HOOK 
SLAT

cod. SOL2TSFAS

10

52
,5

ROLLER 
ATTACHMENT 
BAND

cod. SOL2TSFAR

10,5

45

INTERNAL 
STANDARD 
TWO-COLOR 
SLAT

cod. SOL2BTSFSIN

CAPS

9

30
,4

INTERMEDIATE 
SLAT FOR 
ROLLER 
HOOKING

cod. SOL2TSFIAR

EXTERNAL 
STANDARD 
TWO-COLOR 
SLAT

cod. SOL2BTSFSES

galvanized steel FE37 cod. SOL2TSG20A

regular 0,5 cm

stainless steel cod. SOL2TSG20I

  

  

DATA SHEET

cod. SOL2TSTMF

HALF SLAT CAP
cod. SOL2TSTT

FINAL CAP (PAIR)
cod. SOL21TP

SMALL CAP
cod. SOL2TSTG

BIG CAP

FINISHED 
HEIGHT DIAMETER

120 18,7

140 20,4

160 20,7

180 21,5

200 22,6

220 23,3

240 23,7

260 24,3

280 25,7

300 27,0

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,0

140 20,5

160 21,0

180 22,2

200 22,6

220 24,2

240 24,5

260 25,0

280 26,5

300 27,3

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 18,0

140 20,6

160 20,9

180 22,8

200 23,6

220 23,8

240 25,4

260 25,5

280 26,8

300 27,9

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

46

11,1

73
,5

11,5

73
,8

13,1

73
,8

COUPLED 
STANDARD 
TWO-COLOR 
SLAT

47

SPACER HOOKS 0,5 cmOVERALL DIMENSIONS TABLE
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MAXIMUM 
DIMENSIONS
This newSolar® model 
is available with 
a maximum width 
of 250 cm per single 
roller shutter curtain.

FEATURES

REDUCED FOOTPRINT
despite being a rolling 
shutter with detachable 
slats-profiles, newSolar® 
can be allocated in the 
most popular boxes on 
the market.

REGULAR SYSTEM
Patented feature that 
turns the newSolar® 
into a sunscreen.

3 DISTANCES
Maximum configuration. 
The roller shutter curtain 
of this newSolar® can be 
ordered with 3 different 
spacer sizes: 2 cm, 1 cm, 
0.5 cm, also in different 
combinations.
Configuration to be 
communicated upon 
ordering.

up to 250 cm

49

ORDER METHOD

HOW TO TAKE MEASUREMENTS

ROLLER SHUTTER CURTAIN WIDTH: measure the width by referring to the inside of the rails and 
report the measurement after subtraction of -7 mm.

 EXAMPLE: in case of real dimension 92,7 cm, you need to communicate 92 cm at the order  
         placement

ROLLER SHUTTER CURTAIN HEIGHT: measure the height referring to the ARCHITECTURAL LIGHT and 
report the measurement after addition of +10 cm. 

 EXAMPLE: in case of exact dimension 210 cm, you need to communicate 220 cm at the   
    order placement 
    For BT> 5 cm add 1 cm to the finished dimension for each additional cm

INNER RAIL DIMENSION - 7 mm

WARNING
At the order placement it is necessary to communicate only final dimensions:
inner rail WIDTH -7mm
light HEIGHT + 10 cm if BT> 5 cm then add 1 cm to the final dimension for each additional cm

To calculate the finished height, add 10 cm up 
to a BT of 5 cm (H + 10 cm) to the dimension of 
the architectural height under the box H.

For box thickness BT over 5 cm, add 1 cm to the 
final dimension for each additional cm.
E.g.: box thickness BT 6 cm = H + 11 cm
E.g.: box thickness BT 8 cm = H + 13 cm

Example:
H = 210 cm dimension to be communicated 220 
cm

Example:
BT 6 cm dimension to be communicated 221 cm
Example:
BT 7 cm dimension to be communicated 222 cm

SOLAIO

INTERNOESTERNO

(H) ARCHITECTURAL 
HEIGHT UNDER THE 
BOX

LINTEL
(BT) BOX 
THICKNESS



PRICE LIST EXCLUDING VAT
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WARNING: for regular operation of the newSolar® it is necessary to use only the brush 
supplied with the configured and ordered rail, which is included in the package already cut at 
the required dimension.

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 239,85

Dotted colors 1,30 mq € 239,85

Wood colors 1,30 mq € 311,79

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

PRODUCT WITH SPACERS AND SCREWS IN GALVANIZED STEEL FE37

PRODUCT WITH STAINLESS STEEL AISI 304 SPACERS AND SCREWS

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 261,43

Dotted colors 1,30 mq € 261,43

Wood colors 1,30 mq € 333,37

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

51

GATS 001N
Required brush:

up to width 100 cm bristle height 0,5 
over 100 cm bristle height 0,7

€ 12,54/ml € 21,31/ml

GATS 002N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle height 0,9

€ 12,54/ml € 21,31/ml

GATS 004N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle height 0,9

€ 12,54/ml € 21,31/ml

GATS 006N
Required brush:

up to width 100 cm bristle height 0,5
over 100 cm bristle height 0,7

€ 15,04/ml € 23,82/ml

GATS 007N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle height 0,9

€ 16,30/ml € 25,07/ml

GATS 008N
Required brush:

up to width 100 cm bristle height 0,7
over 100 cm bristle height 0,9

€ 18,80/ml € 31,34/ml

BRUSH 75 EQUIPPED 
WITH ENTRY
Required brush:

bristle height 0,7 mm

€ 31,34/ml € 42,62/ml

CARTER € 7,52/ml € 10,03/ml

Ral - Dotted Wood

28

24,2

17,6

15,5
x

23,9

17
x

25,930

26,2

21,6

30
,5

25,5

19,5
x

27,5

40

22

15,6
x

36,4

45

25

18,6
x

41,4

60

25

18,6
x

56,4

17
,2

45,4

75

53
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WARNING: the SILENT function is not currently provided for this model

COMPATIBLE RAILS
To see the technical data sheets of the rails go to page 130 or on the website www.newsolar.info

The rails have always the same height as the final dimension of the roller shutter curtain
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NOTES





DATA SHEET

galvanized steel FE37cod. SOL2S4TS3AS

silent 3 cm

stainless steel cod. SOL2S4TS3IS

  

  

galvanized steel FE37 cod. SOL2S4TS3A

regular 3 cm

stainless steel cod. SOL2S4TS3I

  

  

3 cm

2 cm

1 cm

0,5 cm
HOOK newSolar® 2 cm HOOK newSolar® 0,5 cm

HOOK newSolar® 3 cm HOOK newSolar® 1 cm

  

  
6

  

  
6   

  

6

  

  

6

AVAILABLE DISTANCES BETWEEN THE ROLLER SHUTTER CURTAIN SLATS: 4

* Tests performed on a 160 cm x 270 cm sample.

For a more customized management of light and shade, newSolar® elephant can also be configured 
with a combination of spacer hooks of different sizes into the same roller shutter curtain.
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galvanized steel FE37 cod. SOL2TSG36A

regular 2 cm

stainless steel cod. SOL2TSG36I

  

  

galvanized steel FE37 cod. SOL2TSG36AS

silent 2 cm

stainless steel cod. SOL2TSG36IS

BURGLAR PROOF 
RESISTANCE 
CLASS 4*

Total weight per square 
meter 16 kg

Maximum recommended 
dimensions 

250 cm x 300 cm
width x height

PACKAGE CONTENTS:
- Complete roller shutter curtain
-  Upper closing stops
-  Lower closing stops
-  Anti-lifting safety blocks complete with 
 Ø 70 rings to be positioned at the ends 
 of the newSolar® roller shutter curtain 
 as described in the installation manual

Ø70

FOR THE VALIDITY OF THE RC4 CERTIFICATION, 
PLEASE USE EXCLUSIVELY THE BUILT-IN RAILS 
AS INDICATED IN THE TECHNICAL DATA SHEET

ESSENTIAL REQUIREMENT: 
ROLL Ø 70, THICKNESS 15/10

FINISHED 
HEIGHT DIAMETER

120 19,7

140 20,3

160 22,6

180 23,2

200 23,5

220 23,9

240 24,8

260 26,2

280 27,2

300 28,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,9

140 20,5

160 22,9

180 24,0

200 24,3

220 24,9

240 25,2

260 26,8

280 27,9

300 28,3

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,9

140 21,7

160 23,1

180 24,4

200 24,5

220 25,0

240 25,3

260 26,9

280 28,0

300 28,5

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 3 cm

FINISHED 
HEIGHT DIAMETER

120 19,2

140 20,0

160 22,2

180 22,8

200 23,2

220 23,8

240 24,6

260 25,8

280 26,0

300 27,3

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,2

140 20,4

160 22,4

180 22,8

200 23,6

220 24,7

240 24,8

260 26,2

280 27,0

300 27,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,8

140 21,0

160 22,5

180 22,9

200 23,7

220 24,8

240 25,0

260 26,7

280 27,3

300 27,8

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 2 cm

15/10
THICKNESS

DIAMETER

ROLLER 

(H) ARCHITECTURAL 
HEIGHT UNDER THE BOX

The distance between one slat and the other can have a variation of up to 3 mm



CLOSURES

LATCH FOR TOP BAND AND 
FOR TERMINAL ELEMENT
cod. SOL2S4TSFC

EXTRUDED ALUMINUM PROFILES

STANDARD 
HOOK 
SLAT

cod. SOL2S4TSFAS

10,4

55
,8

FINAL CLOSURE

cod. SOL2S4TSFT

STANDARD 
SLAT

cod. SOL2S4TSFS

9

30
,4

INTERMEDIATE 
SLAT FOR 
ROLLER 
HOOKING

cod. SOL2TSFIAR

ROLLER 
ATTACHMENT 
BAND

cod. SOL2TSFAR

10,5

45

DATA SHEET

CAPS

cod. SOL21TP

SMALL CAP
cod. SOL2S4TSTFS

STD SLAT CAP

RIPSTOP 
BOLT
cod. SOL2TSRAS

cod. SOL2S4TSTTI

ANTI-CUT PLATE 
INTERNAL SEALING CAP

INTERNAL PROFILE ACCESSORIES

ROD
galvanized steel FE37 
for RIPSTOP BOLT seal 

FOIL
Anti-cut steel bar treated 
with manganese.
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galvanized steel FE37 cod. SOL2TSG28A

regular 1 cm

stainless steel cod. SOL2TSG28I

  

  

galvanized steel FE37cod. SOL2TSG28AS

silent 1 cm

stainless steel cod. SOL2TSG28IS

  

  

galvanized steel FE37 cod. SOL2TSG20A

regular 0,5 cm

stainless steel cod. SOL2TSG20I

  

  

galvanized steel FE37cod. SOL2TSG20AS

silent 0,5 cm

stainless steel cod. SOL2TSG20IS

cod. SOL2TSTAS cod. SOL2TSLAT

STAINLESS STEEL
RIPSTOP BOLT
cod. SOL2TSRASI

cod. SOL2S4TSBRT

FINAL REINFORCEMENT 
BAR

FINISHED 
HEIGHT DIAMETER

120 18,8

140 19,0

160 20,4

180 23,4

200 23,5

220 24,0

240 25,1

260 25,5

280 26,1

300 27,3

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,0

140 19,5

160 21,2

180 23,6

200 23,8

220 24,2

240 25,7

260 26,0

280 26,5

300 27,6

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,3

140 20,3

160 22,3

180 23,9

200 24,0

220 24,5

240 25,9

260 26,2

280 26,8

300 27,9

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 0,5 cm

FINISHED 
HEIGHT DIAMETER

120 18,7

140 20,8

160 21,0

180 21,8

200 22,8

220 24,2

240 24,4

260 25,2

280 26,0

300 27,3

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,0

140 20,9

160 21,2

180 22,0

200 23,5

220 24,3

240 24,8

260 25,6

280 26,4

300 27,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,2

140 21,0

160 21,3

180 22,7

200 25,2

220 25,5

240 25,8

260 26,4

280 27,3

300 28,0

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 1 cm

cod. SOL2TSTMF

HALF 
SLAT CAP

cod. SOL2S4TSTT

SAFETY FINAL CAP 
(PAIR)



FEATURES 

up to 250 cm
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MAXIMUM 
DIMENSIONS
This newSolar® model 
is available with a 
maximum width of 250 
cm per single roller shutter 
curtain.

REGULAR SYSTEM
Patented feature that 
turns the newSolar® 
into a sunscreen.

4 DISTANCES
Maximum configuration. 
The roller shutter curtain 
of this newSolar® can be 
ordered with 4 different 
spacer sizes: 3 cm, 2 cm, 
1 cm, 0.5 cm, also
in different combinations.
Configuration to be 
communicated upon 
ordering.

REDUCED FOOTPRINT
Despite being a rolling 
shutter with detachable 
slats-profiles, newsolar® 
can be allocated in the 
most popular boxes 
on the market.

SILENT SYSTEM
Patented feature that 
allows the newSolar® 
to have maximum 
silence during opening 
and closing operations.

SAFETY

Anti-burglary system:
- Internal armor made up of a round steel profile with ripstop bolt at both ends.
- Anti-cut steel bar treated with manganese.
   System repeated in all slats.
- Safety rails.

Lower anti-lifting 
stop

Upper anti-lifting 
stop

rail element housing RIPSTOP BOLT



ORDER METHOD
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ROLLER SHUTTER CURTAIN HEIGHT: measure the height referring to the ARCHITECTURAL LIGHT and 
report the measurement after addition of +10 cm. 

 EXAMPLE: in case of exact dimension 210 cm, you need to communicate 220 cm at the   
       order placement
  For BT> 5 cm add 1 cm to the finished dimension for each additional cm

PRICE LIST EXCLUDING VAT

At the order placement, be careful to indicate the INTERNAL RECESS or BEGINNING RAIL dimension.

HOW TO TAKE MEASUREMENTS

ROLLER SHUTTER CURTAIN WIDTH: measure the width by referring to the INSIDE OF THE RECESS. (fig. A) 

 EXAMPLE: In case of real dimension 120 cm, you need to communicate 120 cm at the   
         order placement

Alternatively, if the rails were already installed, measure the net width AT THE BEGINNING OF THE 
RAILS (fig. B).

 (fig. A) 

 (fig. B) 

INTERNAL BUILT-IN DIMENSION

RAIL START DIMENSION

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 407,66

Dotted colors 1,30 mq € 407,66

Wood colors 1,30 mq € 479,60

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 431,64

Dotted colors 1,30 mq € 431,64

Wood colors 1,30 mq € 503,58

Colori non di serie RAL e puntinati 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic colors 1,30 mq € 455,62

Dotted colors 1,30 mq € 455,62

Wood colors 1,30 mq € 527,56

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic colors 1,30 mq € 431,64

Dotted colors 1,30 mq € 431,64

Wood colors 1,30 mq € 503,58

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

PRODUCT WITH SPACERS AND SCREWS IN GALVANIZED STEEL FE37

PPRODUCT WITH STAINLESS STEEL AISI 304  SPACERS AND SCREWS

PRODUCT WITH SILENT SPACERS AND SCREWS IN STAINLESS STEEL AISI 304

PRODUCT WITH SILENT SPACERS AND SCREWS IN GALVANIZED STEEL FE37

WARNING
At the order placement it is necessary to communicate only final dimensions: inner rail WIDTH -7mm
light HEIGHT + 10 cm if BT> 5 cm then add 1 cm to the final dimension for each additional cm

To calculate the finished height, add 10 cm up 
to a BT of 5 cm (H + 10 cm) to the dimension of 
the architectural height under the box H.

For box thickness BT over 5 cm, add 1 cm to the 
final dimension for each additional cm.
E.g.: box thickness BT 6 cm = H + 11 cm
E.g.: box thickness BT 8 cm = H + 13 cm

Example:
H = 210 cm dimension to be communicated 220 
cm

Example:
BT 6 cm dimension to be communicated 221 cm
Example:
BT 7 cm dimension to be communicated 222 cm

SOLAIO

INTERNOESTERNO

(H) ARCHITECTURAL 
HEIGHT UNDER THE 
BOX

LINTEL
(BT) BOX 
THICKNESS
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PRICE LIST EXCLUDING VAT
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NOTES

upper stop included

lower stop included

OPTIONS FOR CURTAIN CLOSING 

RAILS TO RECESS

GATS 009N EQUIPPED 
WITH ENTRY
Required brush:

bristle height 0,7 mm

€ 27,58/ml € 40,11/ml

RAIL 75 EQUIPPED 
WITH ENTRY
Required brush:

bristle height  0,7 mm

€ 31,34/ml € 42,62/ml

CARTER € 7,52/ml € 10,03/ml

Ral - Dotted 

WARNING: for regular operation of the newSolar® it is necessary to use only the brush 
supplied with the configured and ordered rail, which is included in the package already 
cut at the required dimension.

Wood 

To see the technical data sheets of the rails go to page 130 or on the website www.newsolar.info

53

26

75

53

28 19
17

,2

45,4
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Commessa: 
82974 
Provenienza dell’oggetto: 
campionato e fornito dal cliente 
Identificazione dell’oggetto in accettazione: 
2020/0106 del 20 gennaio 2020 
Data dell’attività: 
dal 23 gennaio 2020 al 28 gennaio 2020 
Luogo dell’attività: 
Istituto Giordano S.p.A. - Strada Erbosa Uno, 
82/84 - 47043 Gatteo (FC) - Italia 
Indice Pagina 
Descrizione dell’oggetto* 2 
Riferimenti normativi 4 
Apparecchiature 5 
Modalità 5 
Condizioni ambientali 7 
Risultati 7 
 

Il presente documento è composto da n. 23 pagine e 
non può essere riprodotto parzialmente, 
estrapolando parti di interesse a discrezione del 
cliente, con il rischio di favorire una interpretazione 
non corretta dei risultati, fatto salvo quanto definito a 
livello contrattuale. 
I risultati si riferiscono solo all’oggetto in esame, così 
come ricevuto, e sono validi solo nelle condizioni in cui 
l’attività è stata effettuata. 
L’originale del presente documento è costituito da un 
documento informatico firmato digitalmente ai sensi 
della Legislazione Italiana applicabile. 
 

Responsabile Tecnico di Prova: 
Dott. Andrea Cucchi 
Responsabile del Laboratorio di Ottica: 
Dott. Daniele Zecca 
 

Compilatore: Agostino Vasini 
Revisore: Dott. Andrea Cucchi 
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Istituto Giordano S.p.A. 
Via Gioacchino Rossini, 2 
47814 Bellaria-Igea Marina (RN) - Italia 
 

Tel. +39 0541 343030 - Fax +39 0541 345540 
www.giordano.it 
istitutogiordano@giordano.it 
PEC: ist-giordano@legalmail.it 

Codice fiscale/Partita IVA: 00 549 540 409 
Capitale sociale € 1.500.000 i.v. 
R.E.A. c/o C.C.I.A.A. (RN) 156766 
Registro Imprese della Romagna - Forlì-Cesena e Rimini n. 00 549 540 409 

 

RAPPORTO DI PROVA N. 368951 

Cliente 

TENDA SISTEM S.r.l. 
Via Giorgio Almirante, 15/17 - 70025 GRUMO APPULA (BA) - Italia 

Oggetto* 

tapparelle denominate 
 

Standard - secure 3 dis. 3cm Bianco Secure 2 - secure 4 dis. 1cm Bianco 
Standard - secure 3 dis. 3cm Marrone Secure 2 - secure 4 dis. 1cm Marrone 
Standard - secure 3 dis. 2cm Bianco Secure 2 - secure 4 dis. 0,5cm Bianco 
Standard - secure 3 dis. 2cm Marrone Secure 2 - secure 4 dis. 0,5cm Marrone 
Standard - secure 3 dis. 1cm Bianco Elephant dis. 2cm Bianco 
Standard - secure 3 dis. 1cm Marrone Elephant dis. 2cm Marrone 
Standard - secure 3 dis. 0,5cm Bianco Elephant dis. 1cm Bianco 
Standard - secure 3 dis. 0,5cm Marrone Elephant dis. 1cm Marrone 
Secure 2 - secure 4 dis. 3cm Bianco Elephant dis. 0,5cm Bianco 
Secure 2 - secure 4 dis. 3cm Marrone Elephant dis. 0,5cm Marrone 
Secure 2 - secure 4 dis. 2cm Bianco Mini dis. 2cm Bianco 
Secure 2 - secure 4 dis. 2cm Marrone Mini dis. 2cm Marrone 

Attività 

 
determinazione delle caratteristiche di comfort termico e 

visivo secondo la norma UNI EN 14501:2006 
   

(*) secondo le dichiarazioni del cliente. 

Bellaria-Igea Marina - Italia, 30 gennaio 2020 L’Amministratore Delegato 
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RAPPORTO DI PROVA 
 
 

N. 0377/RP/2021 
 
 

27 Gennaio 2021 
 
 

Richiedente 
Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  
70025 Grumo Appula (BA) 

   
Campione sottoposto a prova 

Tapparella con fasce distanziabili 
 commercialmente denominata “NEWSOLAR STANDARD, NEWSOLAR SECURE 2-3-4” 

 (cfr. descrizione) 
 
 
 

Prove eseguite 
Resistenza al carico del vento 

 
 

Riferimenti normativi 
UNI EN 13659:2015 
UNI EN 1932:2013 

 
 

Il Rapporto è composto da n. 10 pagine e può essere riprodotto solo integralmente. 
I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova



DATA SHEET

3 cm

2 cm

1 cm

0,5 cm

HOOK newSolar® 2 cm HOOK newSolar® 0,5 cm

HOOK newSolar® 3 cm HOOK newSolar® 1 cm

  

  
6

  

  
6   

  

6

  

  

6
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galvanized steel FE37 cod. SOL2TSG43A

regular 3 cm

stainless steel cod. SOL2TSG43I

  

  

galvanized steel FE37 cod. SOL2TSG43AS

silent 3 cm

stainless steel cod. SOL2TSG43IS
  

  

galvanized steel FE37 cod. SOL2TSG36A

regular 2 cm

stainless steel cod. SOL2TSG36I

  

  

galvanized steel FE37 cod. SOL2TSG36AS

silent 2 cm

stainless steel cod. SOL2TSG36IS

BURGLAR PROOF
RESISTANCE 
CLASS  3*

Total weight per square 
meter 14 kg

Maximum recommended 
dimensions 

250 cm x 300 cm
width x height

PACKAGE CONTENTS:
- Complete roller shutter curtain
- Upper closing stops
- Lower closing stops
-   Anti-lifting safety blocks complete 
 with Ø 70 rings to be positioned at the ends  
 of the newSolar® roller shutter curtain 
 as described in the installation manual

ESSENTIAL REQUIREMENT: 
ROLL Ø 70, 
THICKNESS 15/10

FOR WIDTHS OVER 200 CM THE STANDARD 
BAND OF THE NEWSOLAR SECURE 4 WILL BE 
USED
COD: SOL2S4TSFS
UP TO A MAXIMUM OF 250 CM

FOR THE VALIDITY OF THE RC3 CERTIFICATION, 
PLEASE USE EXCLUSIVELY THE BUILT-IN RAILS 
AS INDICATED IN THE TECHNICAL DATA SHEET

AVAILABLE DISTANCES BETWEEN THE ROLLER SHUTTER CURTAIN SLATS: 4

FINISHED 
HEIGHT DIAMETER

120 17,9

140 19,7

160 19,9

180 21,2

200 22,0

220 23,5

240 23,7

260 24,5

280 25,7

300 26,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 18,2

140 20,0

160 20,7

180 21,5

200 22,2

220 23,7

240 24,5

260 24,8

280 25,7

300 26,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 3 cm

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,9

140 21,7

160 23,1

180 24,4

200 24,5

220 25,0

240 25,3

260 26,9

280 28,0

300 28,5

Same slat secure4 
cod: SOL2S4TSFS

FINISHED 
HEIGHT DIAMETER

120 19,3

140 20,5

160 21,2

180 21,5

200 22,2

220 23,0

240 23,5

260 24,7

280 25,7

300 26,2

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,7

140 21,0

160 21,4

180 21,7

200 22,7

220 23,5

240 24,5

260 24,8

280 25,9

300 26,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 2 cm

FINISHED 
HEIGHT DIAMETER

120 19,8

140 21,0

160 22,5

180 22,9

200 23,7

220 24,8

240 25,0

260 26,7

280 27,3

300 27,8

Same slat secure4
cod: SOL2S4TSFS

Ø70

15/10
THICKNESS

DIAMETER

ROLLER 

(H) ARCHITECTURAL 
HEIGHT UNDER THE BOX

* Tests performed on a 160 cm x 270 cm sample.

For a more customized management of light and shade, newSolar® elephant can also be configured with a 
combination of spacer hooks of different sizes into the same roller shutter curtain.

The distance between one slat and the other can have a variation of up to 3 mm



DATA SHEET

EXTRUDED ALUMINUM PROFILES
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galvanized steel FE37 cod. SOL2TSG28A

regular 1 cm

stainless steel od. SOL2TSG28I

  

  

galvanized steel FE37 cod. SOL2TSG28AS

silent 1 cm

stainless steel cod. SOL2TSG28IS

  

  

galvanized steel FE37 cod. SOL2TSG20A

regular 0,5 cm

stainless steel cod. SOL2TSG20I

  

  

galvanized steel FE37 cod. SOL2TSG20AS

silent 0,5 cm

stainless steel cod. SOL2TSG20IS

FINAL 
CLOSURE

cod. SOL2S4TSFT

STANDARD 
HOOK SLAT

cod. SOL2TSFAS

10

52
,5

ROLLER 
ATTACHMENT 
BAND

cod. SOL2TSFAR

10,5

45

STANDARD 
SLAT

cod. SOL2TSFS

12,5

71
,8

9

30
,4

INTERMEDIATE 
SLAT FOR 
ROLLER 
HOOKING

cod. SOL2TSFIAR

Same slat secure4 
cod: SOL2S4TSFS

FINISHED 
HEIGHT DIAMETER

120 17,7

140 19,5

160 20,2

180 20,6

200 22,6

220 23,0

240 23,4

260 23,8

280 25,4

300 26,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 18,1

140 19,7

160 20,5

180 21,0

200 23,2

220 23,5

240 23,8

260 24,2

280 25,7

300 26,0

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 1 cm

FINISHED 
HEIGHT DIAMETER

120 19,2

140 21,0

160 21,3

180 22,7

200 25,2

220 25,5

240 25,8

260 26,4

280 27,3

300 28,0

Same slat secure4 
cod: SOL2S4TSFS

FINISHED 
HEIGHT DIAMETER

120 17,5

140 18,4

160 19,4

180 21,0

200 21,5

220 22,0

240 23,0

260 23,5

280 24,0

300 25,3

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 17,7

140 18,9

160 19,6

180 21,2

200 21,6

220 22,4

240 23,5

260 23,8

280 24,2

300 25,3

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 0,5 cm

FINISHED 
HEIGHT DIAMETER

120 19,3

140 20,3

160 22,3

180 23,9

200 24,0

220 24,5

240 25,9

260 26,2

280 26,8

300 27,9

INTERNAL PROFILE ACCESSORIES

ROD
galvanized steel FE37 
for RIPSTOP BOLT seal

FOIL
Anti-cut steel bar treated 
with manganese.

cod. SOL2TSTAS cod. SOL2TSLAT

CLOSURES

LATCH FOR TOP BAND AND 
FOR TERMINAL ELEMENT
cod. SOL2S4TSFC

CAPS

cod. SOL21TP

SMALL CAP
cod. SOL2S4TSTFS

STD SLAT CAP

RIPSTOP 
BOLT
cod. SOL2TSRAS

cod. SOL2S4TSTTI

ANTI-CUT PLATE 
INTERNAL SEALING CAP

STAINLESS STEEL
RIPSTOP BOLT
cod. SOL2TSRASI

cod. SOL2TSTMF

HALF 
SLAT CAP

cod. SOL2S4TSTT

SAFETY FINAL CAP 
(PAIR)
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FEATURES 

up to 250 cm

MAXIMUM 
DIMENSIONS
This newSolar® model 
is available with a 
maximum width 
of 250 cm per single 
roller shutter curtain.

REGULAR SYSTEM
Patented feature that 
turns the newSolar® 
into a sunscreen.

4 DISTANCES
Maximum configuration. 
The roller shutter curtain 
of this newSolar® can be 
ordered with 4 different 
spacer sizes: 3 cm, 2 cm, 
1 cm, 0.5 cm, also 
in different combinations.
Configuration to be 
communicated upon 
ordering.

REDUCED FOOTPRINT
Despite being a rolling 
shutter with detachable 
slats-profiles, newsolar® 
can be allocated in the 
most popular boxes 
on the market.

SILENT SYSTEM
Patented feature that 
allows the newSolar® 
to have maximum 
silence during opening 
and closing operations.

SAFETY

Anti-burglary system:
- Internal armor made up of a round steel profile with ripstop bolt at both ends.
- Anti-cut steel bar treated with manganese.
   System repeated in all slats.
- Safety rails.

Lower anti-lifting 
stop

Upper anti-lifting 
stop

rail element housing RIPSTOP BOLT
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DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 347,71

Dotted colors 1,30 mq € 347,71

Wood colors 1,30 mq € 419,65

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 371,69

Dotted colors 1,30 mq € 371,69

Wood colors 1,30 mq € 443,63

Nonstandard RAL and dotted colors 1,30 mq On demand

Colori non di serie legno 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic colors 1,30 mq € 395,67

Dotted colors 1,30 mq € 395,67

Wood colors 1,30 mq € 467,61

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic colors 1,30 mq € 371,69

Dotted colors 1,30 mq € 371,69

Wood colors 1,30 mq € 443,63

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

ORDER METHOD

ROLLER SHUTTER CURTAIN HEIGHT: measure the height referring to the ARCHITECTURAL LIGHT and 
report the measurement after addition of +10 cm. 

 EXAMPLE: in case of exact dimension 210 cm, you need to communicate 220 cm at the   
       order placement
  For BT> 5 cm add 1 cm to the finished dimension for each additional cm

PRICE LIST EXCLUDING VAT

At the order placement, be careful to indicate the INTERNAL RECESS or BEGINNING RAIL dimension.

HOW TO TAKE MEASUREMENTS

ROLLER SHUTTER CURTAIN WIDTH: measure the width by referring to the INSIDE OF THE RECESS. (fig. A) 

 EXAMPLE: In case of real dimension 120 cm, you need to communicate 120 cm at the   
         order placement

Alternatively, if the rails were already installed, measure the net width AT THE BEGINNING OF THE 
RAILS (fig. B).

 (fig. A) 
INTERNAL BUILT-IN DIMENSION

RAIL START DIMENSION

PRODUCT WITH SPACERS AND SCREWS IN GALVANIZED STEEL FE37

PPRODUCT WITH STAINLESS STEEL AISI 304  SPACERS AND SCREWS

PRODUCT WITH SILENT SPACERS AND SCREWS IN STAINLESS STEEL AISI 304

PRODUCT WITH SILENT SPACERS AND SCREWS IN GALVANIZED STEEL FE37

WARNING
At the order placement it is necessary to communicate only final dimensions: inner rail WIDTH -7mm
light HEIGHT + 10 cm if BT> 5 cm then add 1 cm to the final dimension for each additional cm

To calculate the finished height, add 10 cm up 
to a BT of 5 cm (H + 10 cm) to the dimension of 
the architectural height under the box H.

For box thickness BT over 5 cm, add 1 cm to the 
final dimension for each additional cm.
E.g.: box thickness BT 6 cm = H + 11 cm
E.g.: box thickness BT 8 cm = H + 13 cm

Example:
H = 210 cm dimension to be communicated 220 
cm

Example:
BT 6 cm dimension to be communicated 221 cm
Example:
BT 7 cm dimension to be communicated 222 cm

SOLAIO

INTERNOESTERNO

(H) ARCHITECTURAL 
HEIGHT UNDER THE 
BOX

LINTEL
(BT) BOX 
THICKNESS
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NOTES

Wood

PRICE LIST EXCLUDING VAT

upper stop included

lower stop included

OPTIONS FOR CURTAIN CLOSING 

RAILS TO RECESS

GATS 009N EQUIPPED 
WITH ENTRY
Required brush:

bristle height 0,7 mm

€ 27,58/ml € 40,11/ml

RAIL 75 EQUIPPED 
WITH ENTRY
Required brush:

bristle height 0,7 mm

€ 31,34/ml € 42,62/ml

CARTER € 7,52/ml € 10,03/ml

Ral - Dotted 

WARNING: for regular operation of the newSolar® it is necessary to use only the brush 
supplied with the configured and ordered rail, which is included in the package already 
cut at the required dimension.

To see the technical data sheets of the rails go to page 130 or on the website www.newsolar.info

53

26

75

53

28 19
17

,2

45,4
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Il presente documento è composto da n. 23 pagine e 
non può essere riprodotto parzialmente, 
estrapolando parti di interesse a discrezione del 
cliente, con il rischio di favorire una interpretazione 
non corretta dei risultati, fatto salvo quanto definito a 
livello contrattuale. 
I risultati si riferiscono solo all’oggetto in esame, così 
come ricevuto, e sono validi solo nelle condizioni in cui 
l’attività è stata effettuata. 
L’originale del presente documento è costituito da un 
documento informatico firmato digitalmente ai sensi 
della Legislazione Italiana applicabile. 
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RAPPORTO DI PROVA N. 368951 

Cliente 

TENDA SISTEM S.r.l. 
Via Giorgio Almirante, 15/17 - 70025 GRUMO APPULA (BA) - Italia 

Oggetto* 

tapparelle denominate 
 

Standard - secure 3 dis. 3cm Bianco Secure 2 - secure 4 dis. 1cm Bianco 
Standard - secure 3 dis. 3cm Marrone Secure 2 - secure 4 dis. 1cm Marrone 
Standard - secure 3 dis. 2cm Bianco Secure 2 - secure 4 dis. 0,5cm Bianco 
Standard - secure 3 dis. 2cm Marrone Secure 2 - secure 4 dis. 0,5cm Marrone 
Standard - secure 3 dis. 1cm Bianco Elephant dis. 2cm Bianco 
Standard - secure 3 dis. 1cm Marrone Elephant dis. 2cm Marrone 
Standard - secure 3 dis. 0,5cm Bianco Elephant dis. 1cm Bianco 
Standard - secure 3 dis. 0,5cm Marrone Elephant dis. 1cm Marrone 
Secure 2 - secure 4 dis. 3cm Bianco Elephant dis. 0,5cm Bianco 
Secure 2 - secure 4 dis. 3cm Marrone Elephant dis. 0,5cm Marrone 
Secure 2 - secure 4 dis. 2cm Bianco Mini dis. 2cm Bianco 
Secure 2 - secure 4 dis. 2cm Marrone Mini dis. 2cm Marrone 

Attività 

 
determinazione delle caratteristiche di comfort termico e 

visivo secondo la norma UNI EN 14501:2006 
   

(*) secondo le dichiarazioni del cliente. 

Bellaria-Igea Marina - Italia, 30 gennaio 2020 L’Amministratore Delegato 
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RAPPORTO DI PROVA 
 
 

N. 0377/RP/2021 
 
 

27 Gennaio 2021 
 
 

Richiedente 
Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  
70025 Grumo Appula (BA) 

   
Campione sottoposto a prova 

Tapparella con fasce distanziabili 
 commercialmente denominata “NEWSOLAR STANDARD, NEWSOLAR SECURE 2-3-4” 

 (cfr. descrizione) 
 
 
 

Prove eseguite 
Resistenza al carico del vento 

 
 

Riferimenti normativi 
UNI EN 13659:2015 
UNI EN 1932:2013 

 
 

Il Rapporto è composto da n. 10 pagine e può essere riprodotto solo integralmente. 
I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova



DATA SHEET

3 cm

2 cm

1 cm

0,5 cm

HOOK newSolar® 2 cm HOOK newSolar® 0,5 cm

HOOK newSolar® 3 cm HOOK newSolar® 1 cm

  

  
6

  

  
6   

  

6

  

  

6

AVAILABLE DISTANCES BETWEEN THE ROLLER SHUTTER CURTAIN SLATS: 4
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galvanized steel FE37 cod. SOL2S4TS3A

regular 3 cm

stainless steel cod. SOL2S4TS3I

  

  

galvanized steel FE37 cod. SOL2S4TS3AS

silent 3 cm

stainless steel cod. SOL2S4TS3IS
  

  

galvanized steel FE37 cod. SOL2TSG36A

regular 2 cm

stainless steel cod. SOL2TSG36I

  

  

galvanized steel FE37 cod. SOL2TSG36AS

silent 2 cm

stainless steel cod. SOL2TSG36IS

BURGLAR PROOF 
RESISTANCE 
CLASS 3*

Total weight per square 
meter 11 kg

Maximum recommended 
dimensions 

250 cm x 300 cm
width x height

ESSENTIAL REQUIREMENT: 
ROLL Ø 70, THICKNESS 15/10

IRCCOS

PACKAGE CONTENTS:
-  Complete roller shutter curtain
-  Upper closing stops
-  Lower closing stops
-   Anti-lifting safety blocks complete with 
 Ø 70 rings to be positioned at the ends  
 of the newSolar® roller shutter curtain 
 as described in the installation manual

FINISHED 
HEIGHT DIAMETER

120 19,7

140 20,3

160 22,6

180 23,2

200 23,5

220 23,9

240 24,8

260 26,2

280 27,2

300 28,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,9

140 20,5

160 22,9

180 24,0

200 24,3

220 24,9

240 25,2

260 26,8

280 27,9

300 28,3

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,9

140 21,7

160 23,1

180 24,4

200 24,5

220 25,0

240 25,3

260 26,9

280 28,0

300 28,5

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 3 cm

FINISHED 
HEIGHT DIAMETER

120 18,8

140 20,0

160 21,5

180 22,2

200 22,5

220 23,6

240 24,4

260 25,8

280 26,0

300 27,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,2

140 20,4

160 22,2

180 22,8

200 23,5

220 24,7

240 24,8

260 26,2

280 27,0

300 27,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,8

140 21,0

160 22,5

180 22,9

200 23,9

220 24,8

240 25,0

260 26,7

280 27,2

300 27,7

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 2 cm

* Tests performed on a 160 cm x 270 cm sample.

For a more customized management of light and shade, newSolar® elephant can also be configured 
with a combination of spacer hooks of different sizes into the same roller shutter curtain.

The distance between one slat and the other can have a variation of up to 3 mm

Ø70

15/10
THICKNESS

DIAMETER

ROLLER 

(H) ARCHITECTURAL 
HEIGHT UNDER THE BOX
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galvanized steel FE37 cod. SOL2TSG28A

regular 1 cm

stainless steel cod. SOL2TSG28I

  

  

galvanized steel FE37 cod. SOL2TSG28AS

silent 1 cm

stainless steel cod. SOL2TSG28IS

  

  

galvanized steel FE37 cod. SOL2TSG20A

regular 0,5 cm

stainless steel cod. SOL2TSG20I

  

  

galvanized steel FE37 cod. SOL2TSG20AS

silent 0,5 cm

stainless steel cod. SOL2TSG20IS

FINISHED 
HEIGHT DIAMETER

120 18,7

140 20,8

160 21,0

180 21,8

200 22,8

220 24,2

240 24,4

260 25,2

280 26,0

300 27,3

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,0

140 20,6

160 21,2

180 22,0

200 23,5

220 24,3

240 24,8

260 25,6

280 26,4

300 27,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,2

140 20,8

160 21,4

180 22,7

200 25,2

220 25,5

240 25,8

260 26,4

280 27,3

300 28,0

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 1 cm

FINISHED 
HEIGHT DIAMETER

120 18,8

140 19,0

160 20,4

180 23,4

200 23,5

220 24,0

240 25,1

260 25,5

280 26,1

300 27,3

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,0

140 19,5

160 21,2

180 23,6

200 23,8

220 24,2

240 25,7

260 26,0

280 26,5

300 27,6

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,3

140 20,3

160 22,3

180 23,9

200 24,0

220 24,5

240 25,9

260 26,2

280 26,8

300 27,9

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 0,5 cm

EXTRUDED ALUMINUM PROFILES

FINAL 
CLOSURE

cod. SOL2S4TSFT

STANDARD 
HOOK SLAT

cod. SOL2TSFAS

10

52
,5

ROLLER 
ATTACHMENT 
BAND

cod. SOL2TSFAR

10,5

45

STANDARD 
SLAT

cod. SOL2TSFS

12,5

71
,8

9

30
,4

INTERMEDIATE 
SLAT FOR 
ROLLER 
HOOKING

cod. SOL2TSFIAR

CLOSURES

LATCH FOR TOP BAND AND 
FOR TERMINAL ELEMENT
cod. SOL2S4TSFC

CAPS

cod. SOL21TP

SMALL CAP
cod. SOL2S4TSTFS

STD SLAT CAP
cod. SOL2TSTMF

HALF 
SLAT CAP

cod. SOL2S4TSTT

SAFETY FINAL CAP 
(PAIR)



Lower anti-lifting 
stop

Upper anti-lifting 
stop

Frontal overall 
view

DETAIL UPPER AND LOWER 
CLOSURE STOP
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FEATURES 

up to 250 cm

MAXIMUM 
DIMENSIONS
This newSolar® model 
is available with a 
maximum width 
of 250 cm per single 
roller shutter curtain.

REGULAR SYSTEM
Patented feature that 
turns the newSolar® 
into a sunscreen.

4 DISTANCES
Maximum configuration. 
The roller shutter curtain 
of this newSolar® can be 
ordered with 4 different 
spacer sizes: 3 cm, 2 cm, 
1 cm, 0.5 cm, also 
in different combinations.
Configuration to be 
communicated upon 
ordering.

REDUCED FOOTPRINT
Despite being a rolling 
shutter with detachable 
slats-profiles, newsolar® 
can be allocated 
in the most popular 
boxes on the market.

SILENT SYSTEM
Patented feature that 
allows the newSolar® 
to have maximum 
silence during opening 
and closing operations.

SAFETY



90 91

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 239,80

Dotted colors 1,30 mq € 239,80

Wood colors 1,30 mq € 311,74

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 263,78

Dotted colors 1,30 mq € 263,78

Wood colors 1,30 mq € 335,72

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic colors 1,30 mq € 287,76

Dotted colors 1,30 mq € 287,76

Wood colors 1,30 mq € 359,70

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic colors 1,30 mq € 263,78

Dotted colors 1,30 mq € 263,78

Wood colors 1,30 mq € 335,72

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

ORDER METHOD

ROLLER SHUTTER CURTAIN HEIGHT: measure the height referring to the ARCHITECTURAL LIGHT and 
report the measurement after addition of +10 cm. 

 EXAMPLE: in case of exact dimension 210 cm, you need to communicate 220 cm at the   
       order placement
  For BT> 5 cm add 1 cm to the finished dimension for each additional cm

PRICE LIST EXCLUDING VAT

At the order placement, be careful to indicate the INTERNAL RECESS or BEGINNING RAIL dimension.

HOW TO TAKE MEASUREMENTS

ROLLER SHUTTER CURTAIN WIDTH: measure the width by referring to the INSIDE OF THE RECESS. (fig. A) 

 EXAMPLE: In case of real dimension 120 cm, you need to communicate 120 cm at the   
         order placement

Alternatively, if the rails were already installed, measure the net width AT THE BEGINNING OF THE 
RAILS (fig. B).

 (fig. A) 
INTERNAL BUILT-IN DIMENSION

RAIL START DIMENSION

PRODUCT WITH SPACERS AND SCREWS IN GALVANIZED STEEL FE37

PPRODUCT WITH STAINLESS STEEL AISI 304  SPACERS AND SCREWS

PRODUCT WITH SILENT SPACERS AND SCREWS IN STAINLESS STEEL AISI 304

PRODUCT WITH SILENT SPACERS AND SCREWS IN GALVANIZED STEEL FE37

WARNING
At the order placement it is necessary to communicate only final dimensions: inner rail WIDTH -7mm
light HEIGHT + 10 cm if BT> 5 cm then add 1 cm to the final dimension for each additional cm

To calculate the finished height, add 10 cm up 
to a BT of 5 cm (H + 10 cm) to the dimension of 
the architectural height under the box H.

For box thickness BT over 5 cm, add 1 cm to the 
final dimension for each additional cm.
E.g.: box thickness BT 6 cm = H + 11 cm
E.g.: box thickness BT 8 cm = H + 13 cm

Example:
H = 210 cm dimension to be communicated 220 
cm

Example:
BT 6 cm dimension to be communicated 221 cm
Example:
BT 7 cm dimension to be communicated 222 cm

SOLAIO

INTERNOESTERNO

(H) ARCHITECTURAL 
HEIGHT UNDER THE 
BOX

LINTEL
(BT) BOX 
THICKNESS
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NOTES

GATS 002N
required brush:

up to width 100 cm bristle height 0,7 
over 100 cm bristle height 0,9

€ 12,54/ml € 21,31/ml

GATS 004N
required brush:

up to width 100 cm bristle height 0,7 
over 100 cm bristle height 0,9

€ 12,54/ml € 21,31/ml

GATS 007N
required brush:

up to width 100 cm bristle height 0,7 
over 100 cm bristle height 0,9

€ 16,30/ml € 25,07/ml

GATS 008N
required brush:

up to width 100 cm bristle height 0,7 
over 100 cm bristle height 0,9

€ 18,80/ml € 31,34/ml

RAIL 75 EQUIPPED WITH ENTRY
required brush:

bristle height 0,7 mm
€ 31,34/ml € 42,62/ml

CARTER € 7,52/ml € 10,03/ml
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PRICE LIST EXCLUDING VAT

upper stop included

lower stop included

OPTIONS FOR CURTAIN CLOSING 

Wood

RAILS TO RECESS

Ral - Dotted 

WARNING: for regular operation of the newSolar® it is necessary to use only the brush 
supplied with the configured and ordered rail, which is included in the package already 
cut at the required dimension.

To see the technical data sheets of the rails go to page 130 or on the website www.newsolar.info
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RAPPORTO DI PROVA 
 

 

 

N. 0372/RP/2021 
 

 

13 Gennaio 2021 
 

 
Richiedente 

Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  

70025 Grumo Appula (BA)   

 

 

Campione sottoposto a prova 

Tapparella New Solar 

appartenente alla serie commercialmente denominata 

 NEWSOLAR SECURE 3 IR 

 

 
Prove eseguite 

Resistenza all’effrazione 

 

 
Riferimenti normativi 

UNI EN 1627:2011 

UNI EN 1628:2016 

UNI EN 1629:2016 

UNI EN 1630:2016 

 
Il Rapporto è composto da n. 15 pagine e può essere riprodotto solo integralmente. 

I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova 
  

Commessa: 
82974 
Provenienza dell’oggetto: 
campionato e fornito dal cliente 
Identificazione dell’oggetto in accettazione: 
2020/0106 del 20 gennaio 2020 
Data dell’attività: 
dal 23 gennaio 2020 al 28 gennaio 2020 
Luogo dell’attività: 
Istituto Giordano S.p.A. - Strada Erbosa Uno, 
82/84 - 47043 Gatteo (FC) - Italia 
Indice Pagina 
Descrizione dell’oggetto* 2 
Riferimenti normativi 4 
Apparecchiature 5 
Modalità 5 
Condizioni ambientali 7 
Risultati 7 
 

Il presente documento è composto da n. 23 pagine e 
non può essere riprodotto parzialmente, 
estrapolando parti di interesse a discrezione del 
cliente, con il rischio di favorire una interpretazione 
non corretta dei risultati, fatto salvo quanto definito a 
livello contrattuale. 
I risultati si riferiscono solo all’oggetto in esame, così 
come ricevuto, e sono validi solo nelle condizioni in cui 
l’attività è stata effettuata. 
L’originale del presente documento è costituito da un 
documento informatico firmato digitalmente ai sensi 
della Legislazione Italiana applicabile. 
 

Responsabile Tecnico di Prova: 
Dott. Andrea Cucchi 
Responsabile del Laboratorio di Ottica: 
Dott. Daniele Zecca 
 

Compilatore: Agostino Vasini 
Revisore: Dott. Andrea Cucchi 
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Istituto Giordano S.p.A. 
Via Gioacchino Rossini, 2 
47814 Bellaria-Igea Marina (RN) - Italia 
 

Tel. +39 0541 343030 - Fax +39 0541 345540 
www.giordano.it 
istitutogiordano@giordano.it 
PEC: ist-giordano@legalmail.it 

Codice fiscale/Partita IVA: 00 549 540 409 
Capitale sociale € 1.500.000 i.v. 
R.E.A. c/o C.C.I.A.A. (RN) 156766 
Registro Imprese della Romagna - Forlì-Cesena e Rimini n. 00 549 540 409 

 

RAPPORTO DI PROVA N. 368951 

Cliente 

TENDA SISTEM S.r.l. 
Via Giorgio Almirante, 15/17 - 70025 GRUMO APPULA (BA) - Italia 

Oggetto* 

tapparelle denominate 
 

Standard - secure 3 dis. 3cm Bianco Secure 2 - secure 4 dis. 1cm Bianco 
Standard - secure 3 dis. 3cm Marrone Secure 2 - secure 4 dis. 1cm Marrone 
Standard - secure 3 dis. 2cm Bianco Secure 2 - secure 4 dis. 0,5cm Bianco 
Standard - secure 3 dis. 2cm Marrone Secure 2 - secure 4 dis. 0,5cm Marrone 
Standard - secure 3 dis. 1cm Bianco Elephant dis. 2cm Bianco 
Standard - secure 3 dis. 1cm Marrone Elephant dis. 2cm Marrone 
Standard - secure 3 dis. 0,5cm Bianco Elephant dis. 1cm Bianco 
Standard - secure 3 dis. 0,5cm Marrone Elephant dis. 1cm Marrone 
Secure 2 - secure 4 dis. 3cm Bianco Elephant dis. 0,5cm Bianco 
Secure 2 - secure 4 dis. 3cm Marrone Elephant dis. 0,5cm Marrone 
Secure 2 - secure 4 dis. 2cm Bianco Mini dis. 2cm Bianco 
Secure 2 - secure 4 dis. 2cm Marrone Mini dis. 2cm Marrone 

Attività 

 
determinazione delle caratteristiche di comfort termico e 

visivo secondo la norma UNI EN 14501:2006 
   

(*) secondo le dichiarazioni del cliente. 

Bellaria-Igea Marina - Italia, 30 gennaio 2020 L’Amministratore Delegato 
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RAPPORTO DI PROVA 
 
 

N. 0377/RP/2021 
 
 

27 Gennaio 2021 
 
 

Richiedente 
Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  
70025 Grumo Appula (BA) 

   
Campione sottoposto a prova 

Tapparella con fasce distanziabili 
 commercialmente denominata “NEWSOLAR STANDARD, NEWSOLAR SECURE 2-3-4” 

 (cfr. descrizione) 
 
 
 

Prove eseguite 
Resistenza al carico del vento 

 
 

Riferimenti normativi 
UNI EN 13659:2015 
UNI EN 1932:2013 

 
 

Il Rapporto è composto da n. 10 pagine e può essere riprodotto solo integralmente. 
I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova
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galvanized steel FE37 cod. SOL2S4TS3A

regular 3 cm

stainless steel cod. SOL2S4TS3I

  

  

galvanized steel FE37 cod. SOL2S4TS3AS

silent 3 cm

stainless steel cod. SOL2S4TS3IS
  

  

galvanized steel FE37 cod. SOL2TSG36A

regular 2 cm

stainless steel cod. SOL2TSG36I

  

  

galvanized steel FE37 cod. SOL2TSG36AS

silent 2 cm

stainless steel cod. SOL2TSG36IS

FINISHED 
HEIGHT DIAMETER

120 19,7

140 20,3

160 22,6

180 23,2

200 23,5

220 23,9

240 24,8

260 26,2

280 27,2

300 28,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,9

140 20,5

160 22,9

180 24,0

200 24,3

220 24,9

240 25,2

260 26,8

280 27,9

300 28,3

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,9

140 21,7

160 23,1

180 24,4

200 24,5

220 25,0

240 25,3

260 26,9

280 28,0

300 28,5

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 3 cm

FINISHED 
HEIGHT DIAMETER

120 18,8

140 20,0

160 21,5

180 22,2

200 22,5

220 23,6

240 24,4

260 25,8

280 26,0

300 27,0

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,2

140 20,4

160 22,2

180 22,8

200 23,5

220 24,7

240 24,8

260 26,2

280 27,0

300 27,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,8

140 21,0

160 22,5

180 22,9

200 23,9

220 24,8

240 25,0

260 26,7

280 27,2

300 27,7

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 2 cm

3 cm

2 cm

1 cm

0,5 cm

HOOK newSolar® 2 cm HOOK newSolar® 0,5 cm

HOOK newSolar® 3 cm HOOK newSolar® 1 cm

  

  
6

  

  
6   

  

6

  

  

6

AVAILABLE DISTANCES BETWEEN THE ROLLER SHUTTER CURTAIN SLATS: 4

BURGLAR PROOF 
RESISTANCE 
CLASS 2*

Total weight per square 
meter 12 kg

Maximum recommended 
dimensions 

250 cm x 300 cm
width x height

ESSENTIAL REQUIREMENT: 
ROLL Ø 70, THICKNESS 15/10

IRCCOS

PACKAGE CONTENTS:
-  Complete roller shutter curtain
-  Upper closing stops
-  Lower closing stops
-   Anti-lifting safety blocks complete with 
 Ø 70 rings to be positioned at the ends  
 of the newSolar® roller shutter curtain 
 as described in the installation manual

* Tests performed on a 160 cm x 270 cm sample.

For a more customized management of light and shade, newSolar® elephant can also be configured with a 
combination of spacer hooks of different sizes into the same roller shutter curtain.

The distance between one slat and the other can have a variation of up to 3 mm

Ø70

15/10
THICKNESS

DIAMETER

ROLLER 

(H) ARCHITECTURAL 
HEIGHT UNDER THE BOX

DATA SHEET



100 101

  

  

galvanized steel FE37 cod. SOL2TSG28A

regular 1 cm

stainless steel cod. SOL2TSG28I

  

  

galvanized steel FE37 cod. SOL2TSG28AS

silent 1 cm

stainless steel cod. SOL2TSG28IS

  

  

galvanized steel FE37 cod. SOL2TSG20A

regular 0,5 cm

stainless steel cod. SOL2TSG20I

  

  

galvanized steel FE37 cod. SOL2TSG20AS

silent 0,5 cm

stainless steel cod. SOL2TSG20IS

FINISHED 
HEIGHT DIAMETER

120 18,7

140 20,8

160 21,0

180 21,8

200 22,8

220 24,2

240 24,4

260 25,2

280 26,0

300 27,3

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,0

140 20,6

160 21,2

180 22,0

200 23,5

220 24,3

240 24,8

260 25,6

280 26,4

300 27,5

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,2

140 20,8

160 21,4

180 22,7

200 25,2

220 25,5

240 25,8

260 26,4

280 27,3

300 28,0

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 1 cm

FINISHED 
HEIGHT DIAMETER

120 18,8

140 19,0

160 20,4

180 23,4

200 23,5

220 24,0

240 25,1

260 25,5

280 26,1

300 27,3

OVERALL DIMENSIONS TABLE

UP TO 130 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,0

140 19,5

160 21,2

180 23,6

200 23,8

220 24,2

240 25,7

260 26,0

280 26,5

300 27,6

UP TO 200 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

FINISHED 
HEIGHT DIAMETER

120 19,3

140 20,3

160 22,3

180 23,9

200 24,0

220 24,5

240 25,9

260 26,2

280 26,8

300 27,9

UP TO 250 CM 
WIDTH ROLLER 

SHUTTER CURTAIN

SPACER HOOKS 0,5 cm

DATA SHEET

EXTRUDED ALUMINUM PROFILES

CLOSURES

LATCH FOR TOP BAND 
AND FOR TERMINAL ELEMENT
cod. SOL2S4TSFC

CAPS

cod. SOL21TP

SMALL CAP
cod. SOL2S4TSTFS

STD SLAT CAP
cod. SOL2TSTMF

HALF 
SLAT CAP

cod. SOL2S4TSTT

SAFETY FINAL CAP 
(PAIR)

STANDARD 
HOOK SLAT

cod. SOL2S4TSFAS

10,4

55
,8

FINAL 
CLOSURE

cod. SOL2S4TSFT

STANDARD 
SLAT

cod. SOL2S4TSFS

9

30
,4

INTERMEDIATE 
SLAT FOR 
ROLLER 
HOOKING

cod. SOL2TSFIAR

ROLLER 
ATTACHMENT 
BAND

cod. SOL2TSFAR

10,5

45
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Lower anti-lifting 
stop

Upper anti-lifting 
stop

Frontal overall 
view

DETAIL UPPER AND LOWER 
CLOSURE STOP

FEATURES 

up to 250 cm

MAXIMUM 
DIMENSIONS
This newSolar® model 
is available with 
a maximum width 
of 250 cm per single 
roller shutter curtain.

REGULAR SYSTEM
Patented feature that 
turns the newSolar® 
into a sunscreen.

4 DISTANCES
Maximum configuration. 
The roller shutter curtain 
of this newSolar® can be 
ordered with 4 different 
spacer sizes: 3 cm, 2 cm, 
1 cm, 0.5 cm, also 
in different combinations.
Configuration to be 
communicated upon 
ordering.

REDUCED FOOTPRINT
Despite being a rolling 
shutter with detachable 
slats-profiles, newsolar® 
can be allocated 
in the most popular 
boxes on the market.

SILENT SYSTEM
Patented feature that 
allows the newSolar® 
to have maximum 
silence during opening 
and closing operations.

SAFETY



DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 263,78

Dotted colors 1,30 mq € 263,78

Wood colors 1,30 mq € 335,72

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

RAL colors 1,30 mq € 287,76

Dotted colors 1,30 mq € 287,76

Wood colors 1,30 mq € 359,70

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic colors 1,30 mq € 311,74

Dotted colors 1,30 mq € 311,74

Wood colors 1,30 mq € 383,68

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand

DESCRIPTION MINIMUM BILLABLE COST

Basic colors 1,30 mq € 287,76

Dotted colors 1,30 mq € 287,76

Wood colors 1,30 mq € 359,70

Nonstandard RAL and dotted colors 1,30 mq On demand

Non-standard wood colors 1,30 mq On demand
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ORDER METHOD

ROLLER SHUTTER CURTAIN HEIGHT: measure the height referring to the ARCHITECTURAL LIGHT and 
report the measurement after addition of +10 cm. 

 EXAMPLE: in case of exact dimension 210 cm, you need to communicate 220 cm at the   
       order placement
  For BT> 5 cm add 1 cm to the finished dimension for each additional cm

PRICE LIST EXCLUDING VAT

At the order placement, be careful to indicate the INTERNAL RECESS or BEGINNING RAIL dimension.

HOW TO TAKE MEASUREMENTS

ROLLER SHUTTER CURTAIN WIDTH: measure the width by referring to the INSIDE OF THE RECESS. (fig. A) 

 EXAMPLE: In case of real dimension 120 cm, you need to communicate 120 cm at the   
         order placement

Alternatively, if the rails were already installed, measure the net width AT THE BEGINNING OF THE 
RAILS (fig. B).

 (fig. A) 
INTERNAL BUILT-IN DIMENSION

RAIL START DIMENSION

PRODUCT WITH SPACERS AND SCREWS IN GALVANIZED STEEL FE37

PPRODUCT WITH STAINLESS STEEL AISI 304  SPACERS AND SCREWS

PRODUCT WITH SILENT SPACERS AND SCREWS IN STAINLESS STEEL AISI 304

PRODUCT WITH SILENT SPACERS AND SCREWS IN GALVANIZED STEEL FE37

WARNING
At the order placement it is necessary to communicate only final dimensions: inner rail WIDTH -7mm
light HEIGHT + 10cm if BT> 5 cm then add 1 cm to the final dimension for each additional cm

To calculate the finished height, add 10 cm up 
to a BT of 5 cm (H + 10 cm) to the dimension of 
the architectural height under the box H.

For box thickness BT over 5 cm, add 1 cm to the 
final dimension for each additional cm.
E.g.: box thickness BT 6 cm = H + 11 cm
E.g.: box thickness BT 8 cm = H + 13 cm

Example:
H = 210 cm dimension to be communicated 220 
cm

Example:
BT 6 cm dimension to be communicated 221 cm
Example:
BT 7 cm dimension to be communicated 222 cm

SOLAIO

INTERNOESTERNO

(H) ARCHITECTURAL 
HEIGHT UNDER THE 
BOX

LINTEL
(BT) BOX 
THICKNESS
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GATS 002N
required brush:

up to width 100 cm bristle height 0,7 
over 100 cm bristle height 0,9

€ 12,54/ml € 21,31/ml

GATS 004N
required brush:

up to width 100 cm bristle height 0,7 
over 100 cm bristle height 0,9

€ 12,54/ml € 21,31/ml

GATS 007N
required brush:

up to width 100 cm bristle height 0,7 
over 100 cm bristle height 0,9

€ 16,30/ml € 25,07/ml

GATS 008N
required brush:

up to width 100 cm bristle height 0,7 
over 100 cm bristle height 0,9

€ 18,80/ml € 31,34/ml

RAIL 75 EQUIPPED WITH ENTRY
required brush:

bristle height 0,7 mm
€ 31,34/ml € 42,62/ml

CARTER € 7,52/ml € 10,03/ml
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PRICE LIST EXCLUDING VAT

upper stop included

lower stop included

OPTIONS FOR CURTAIN CLOSING 

Wood

RAILS TO RECESS

Ral - Dotted 

WARNING: for regular operation of the newSolar® it is necessary to use only the brush 
supplied with the configured and ordered rail, which is included in the package already 
cut at the required dimension.

To see the technical data sheets of the rails go to page 130 or on the website www.newsolar.info



 

IRCCOS S.r.l. - Via Achille Grandi 17 – 21017 Samarate (VA) - Tel.  0331 594628  

Unità operativa secondaria – Via dell’Industria, 6 – 72017 – Ostuni Z.I. (BR) 

Cap. Soc. €89.220,80 I.V. - C.F. e P. Iva 05159630960 - R.E.A. VA-351993 - www.irccos.com 

 
 

RAPPORTO DI PROVA 
 
 

 

N. 0300/RP/19 
 

 

02 Maggio 2019 
 

 
Richiedente 

Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  

70025 Grumo Appula (BA)   

 

 

Campione sottoposto a prova 

Tapparella New Solar 

appartenente alla serie commercialmente denominata 

 NEWSOLAR SECURE 2 

 
 

Prove eseguite 

Resistenza all’effrazione 

 

 
Riferimenti normativi 

EN 14351-1:2006+A2:2016 

UNI EN 1627:2011 

UNI EN 1628:2016 

UNI EN 1629:2016 

UNI EN 1630:2016 

 
Il Rapporto è composto da n. 16 pagine e può essere riprodotto solo integralmente. 

I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova 

  

Commessa: 
82974 
Provenienza dell’oggetto: 
campionato e fornito dal cliente 
Identificazione dell’oggetto in accettazione: 
2020/0106 del 20 gennaio 2020 
Data dell’attività: 
dal 23 gennaio 2020 al 28 gennaio 2020 
Luogo dell’attività: 
Istituto Giordano S.p.A. - Strada Erbosa Uno, 
82/84 - 47043 Gatteo (FC) - Italia 
Indice Pagina 
Descrizione dell’oggetto* 2 
Riferimenti normativi 4 
Apparecchiature 5 
Modalità 5 
Condizioni ambientali 7 
Risultati 7 
 

Il presente documento è composto da n. 23 pagine e 
non può essere riprodotto parzialmente, 
estrapolando parti di interesse a discrezione del 
cliente, con il rischio di favorire una interpretazione 
non corretta dei risultati, fatto salvo quanto definito a 
livello contrattuale. 
I risultati si riferiscono solo all’oggetto in esame, così 
come ricevuto, e sono validi solo nelle condizioni in cui 
l’attività è stata effettuata. 
L’originale del presente documento è costituito da un 
documento informatico firmato digitalmente ai sensi 
della Legislazione Italiana applicabile. 
 

Responsabile Tecnico di Prova: 
Dott. Andrea Cucchi 
Responsabile del Laboratorio di Ottica: 
Dott. Daniele Zecca 
 

Compilatore: Agostino Vasini 
Revisore: Dott. Andrea Cucchi 
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Istituto Giordano S.p.A. 
Via Gioacchino Rossini, 2 
47814 Bellaria-Igea Marina (RN) - Italia 
 

Tel. +39 0541 343030 - Fax +39 0541 345540 
www.giordano.it 
istitutogiordano@giordano.it 
PEC: ist-giordano@legalmail.it 

Codice fiscale/Partita IVA: 00 549 540 409 
Capitale sociale € 1.500.000 i.v. 
R.E.A. c/o C.C.I.A.A. (RN) 156766 
Registro Imprese della Romagna - Forlì-Cesena e Rimini n. 00 549 540 409 

 

RAPPORTO DI PROVA N. 368951 

Cliente 

TENDA SISTEM S.r.l. 
Via Giorgio Almirante, 15/17 - 70025 GRUMO APPULA (BA) - Italia 

Oggetto* 

tapparelle denominate 
 

Standard - secure 3 dis. 3cm Bianco Secure 2 - secure 4 dis. 1cm Bianco 
Standard - secure 3 dis. 3cm Marrone Secure 2 - secure 4 dis. 1cm Marrone 
Standard - secure 3 dis. 2cm Bianco Secure 2 - secure 4 dis. 0,5cm Bianco 
Standard - secure 3 dis. 2cm Marrone Secure 2 - secure 4 dis. 0,5cm Marrone 
Standard - secure 3 dis. 1cm Bianco Elephant dis. 2cm Bianco 
Standard - secure 3 dis. 1cm Marrone Elephant dis. 2cm Marrone 
Standard - secure 3 dis. 0,5cm Bianco Elephant dis. 1cm Bianco 
Standard - secure 3 dis. 0,5cm Marrone Elephant dis. 1cm Marrone 
Secure 2 - secure 4 dis. 3cm Bianco Elephant dis. 0,5cm Bianco 
Secure 2 - secure 4 dis. 3cm Marrone Elephant dis. 0,5cm Marrone 
Secure 2 - secure 4 dis. 2cm Bianco Mini dis. 2cm Bianco 
Secure 2 - secure 4 dis. 2cm Marrone Mini dis. 2cm Marrone 

Attività 

 
determinazione delle caratteristiche di comfort termico e 

visivo secondo la norma UNI EN 14501:2006 
   

(*) secondo le dichiarazioni del cliente. 

Bellaria-Igea Marina - Italia, 30 gennaio 2020 L’Amministratore Delegato 
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RAPPORTO DI PROVA 
 
 

N. 0377/RP/2021 
 
 

27 Gennaio 2021 
 
 

Richiedente 
Tenda Sistem S.r.l. 

Via Giorgio Almirante, 15/17  
70025 Grumo Appula (BA) 

   
Campione sottoposto a prova 

Tapparella con fasce distanziabili 
 commercialmente denominata “NEWSOLAR STANDARD, NEWSOLAR SECURE 2-3-4” 

 (cfr. descrizione) 
 
 
 

Prove eseguite 
Resistenza al carico del vento 

 
 

Riferimenti normativi 
UNI EN 13659:2015 
UNI EN 1932:2013 

 
 

Il Rapporto è composto da n. 10 pagine e può essere riprodotto solo integralmente. 
I risultati ottenuti si riferiscono unicamente ai campioni sottoposti a prova
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Textured Matt 
White

9010 GR

Textured Matt
Ivory

1013 GR

Textured Matte
Brown
F206

Textured Matt 
Moss Green

F222

DOTTED 

RAL

Textured Antique 
White
F111

Textured Antique
Marble Brown 

F115

Textured Ancient
Marble Gray

F112

WOOD EFFECT

Textured 
Clear Renolit

PVC800

Textured 
Dark Renolit

PVC801

Textured Veined 
Gray White

IC201

Textured 
Medium Walnut

S161

Textured Veined 
Beige White

IC200

IMMEDIATE DELIVERY DELIVERY TIMES 

OTHER COLORS ARE AVAILABLE AT THE CUSTOMER’S CHOICE.

For colors other than those indicated in Immediate Delivery, it is necessary to ask the Company 
for delivery times and any additional product manufacturing costs.
The colors shown in these pages are indicative and may differ from the colors actually available: 
the Company declines all responsibility for any discrepancies that may be found, inviting the 
customer to choose the precise color of the product using the appropriate color swatch.

Colours Delivery times 

newSolar standard - mini - elephant
RAL and DOTTED 10 working days

WOOD EFFECT 15 working days

newSolar secure - bicolor
RAL and DOTTED 13 working days

WOOD EFFECT 18 working days

DELIVERY TIMES 

Textured Matt 
Dark Gray
7001 GR

Textured Matt
Light Gray
7035 GR
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INSTALLATION
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INSTALLATION SCHEME newSolar®

standard - mini - elephant

1. Bearing support
2. Bearing
3. Cover
4. Roller Ø60 thickness 10/10
5.  Wrapping rings for Standard model only included in the package
6a. Safety springs with spring cover already included in the package for Standard model only
6b. Safety blocks for elephant model complete with Ø 70 rings included in the package 
7. Sliding rails 
 Brush to complete the rails as indicated in the catalog, always supplied
8. Motor complete with bracket

Those described are the required elements for the installation of newSolar® standard, mini 
ed elephant. At the order placement you can choose each accessory highlighted here from those 
recommended in the “Installation accessories” section and refer to it accurately.

1. Bearing support
2. Bearing
3. Cover for roller Ø 70
4. Roller Ø 70 thickness 15/10
5. Safety blocks complete with Ø 70 rings included in the package 
6a. Safety sliding rails for Secure 3 and Secure 4 models
6b. Standard sliding rails for Secure 3IR and Secure 2 models
 Brush to complete the rails as indicated in the catalog, always supplied
7. Motor complete with bracket

Those described are the required elements for the installation of newSolar® secure4, secure3 
e secure2. At the order placement you can choose each accessory highlighted here from those 
recommended in the “Installation accessories” section and refer to it accurately.

INSTALLATION SCHEME newSolar®

secure4 - secure3 - secure3IR - secure2



ACCESSORIES
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TORINO SUPPORT
TSST 001 N € 20,36/cp

SUPPORT TO SCREW
SC1 
SC1.15 N

€ 1,76/pz

ROUND BALL 
BEARING
6C3.5803 N € 2,58/pz

SUPPORT TO SCREW
6C3.5630/FZ N €1,76/pz

ROUND BALL 
BEARING
6C3.5803 N

€ 2,58/pz

ZAMAK SUPPORT 
WITH SPRING
A4506_0638

€ 20,52/pz

QUICK RELEASE 
SUPPORT 
WITH ELASTIC PINS
A4506_0554

€ 20,52/pz

ADJUSTABLE SUPPORT 
WITH SQUARE HOLE 16
A5806_0558 € 30,72/pz

INSTALLATION ACCESSORIES

QUICK ADJUSTABLE 
SUPPORT
A4506_0570 € 42,36/pz

ADJUSTABLE BUTTERFLY 
SUPPORT
TS.A.SRF 00 N € 4,07/pz

ROUND BALL 
BEARING
6C3.5803 N € 2,58/pz

ADJUSTABLE SUPPORT 
MOTOR SIDE PANEL 10
TS.A.SRF 002 N € 4,07/pz

SQUARE PIN 16mm 
WITH OMEGA BRACKET 
A5806_0551

€ 40,96/pz

SQUARE PIN 10mm 
WITH OMEGA BRACKET
A4506_0616

€ 25,84/pz
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

SUPPORTO TORINO TSST001 KIT COPLETO € 11,00/cp

SUPPORTO 
DA AVVITARE

6C3.5630/FZ
FERRO ZINCATO

PER CUSCINETTO Ø 42 MM 
ART. 6C35803

€ 0,70

CUSCINETTO 
A SFERE 

CON FORO TONDO
6C3.5803

Ø 12
X=17

BOCCOLA NYLON
€ 0,90

CUSCINETTO TONDO 
A SFERA

INNESTO 30
6C3.5830/FZ FERRO ZINCATO € 0,95
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

SUPPORTO TORINO TSST001 KIT COPLETO € 11,00/cp

SUPPORTO 
DA AVVITARE

6C3.5630/FZ
FERRO ZINCATO

PER CUSCINETTO Ø 42 MM 
ART. 6C35803

€ 0,70

CUSCINETTO 
A SFERE 

CON FORO TONDO
6C3.5803

Ø 12
X=17

BOCCOLA NYLON
€ 0,90

CUSCINETTO TONDO 
A SFERA

INNESTO 30
6C3.5830/FZ FERRO ZINCATO € 0,95
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

SUPPORTO TORINO TSST001 KIT COPLETO € 11,00/cp

SUPPORTO 
DA AVVITARE

6C3.5630/FZ
FERRO ZINCATO

PER CUSCINETTO Ø 42 MM 
ART. 6C35803

€ 0,70

CUSCINETTO 
A SFERE 

CON FORO TONDO
6C3.5803

Ø 12
X=17

BOCCOLA NYLON
€ 0,90

CUSCINETTO TONDO 
A SFERA

INNESTO 30
6C3.5830/FZ FERRO ZINCATO € 0,95
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

SUPPORTO TORINO TSST001 KIT COPLETO € 11,00/cp

SUPPORTO 
DA AVVITARE

6C3.5630/FZ
FERRO ZINCATO

PER CUSCINETTO Ø 42 MM 
ART. 6C35803

€ 0,70

CUSCINETTO 
A SFERE 

CON FORO TONDO
6C3.5803

Ø 12
X=17

BOCCOLA NYLON
€ 0,90

CUSCINETTO TONDO 
A SFERA

INNESTO 30
6C3.5830/FZ FERRO ZINCATO € 0,95

x

Ø
 4

2

Ø

UP TO  40 KG

UP TO 50 KG

UP TO 50 KG
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

PIASTRA PER
SUPPORTO
A TELAIO

6C3.9331
FERRO ZINCATO
SPORGENTE CON

CUSCINETTO INCORPORATO
€ 1,50

SUPPORTO DA 
MURARE

CON CUSCINETTO
6C3.5607/R

FERRO LUCIDO 
TIPO RINFORZATO

€ 2,10

SUPPORTO DA 
MURARE

CON CUSCINETTO
6C3.5613/FZ

FERRO ZINCATO
PER CUSCINETTO Ø 42 

ART. 6C35803
€ 3,00

SUPPORTO
DA AVVITARE

FERRO ZINCATO
PER CUSCINETTO Ø 

42 MM
ART. 6C35803

SC1.15

SC1.35

SC1.90

X=15

X=35

X=90

€ 0,90

€ 1,10

€ 1,30

35

Ø68

48

50

5

M12

6

70

Ø10 70

48

19,25

54

68

UP TO 110 KG

UP TO 60 KG
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ACCESSORIES

OMEGA BRACKET 
FOR SQUARE PIN 10mm
A4506_0621

€ 10,20/pz

ADJUSTABLE 
CAP Ø 12mm
WITH ROLLER PIN Ø 60
6A6.6643 N

€ 12,21/pz

ADJUSTABLE 
CAP Ø 12mm
WITH ROLLER PIN Ø 70
6A6.6645 N

€ 13,57/pz

STAPLED OCTAGONAL 
ROLL Ø 60
Gauge 10/10
TS 421 N
Cut to size

€ 14,04/ml

RETURN ROLLER
Ø 40 MM
A=29 | B=55
Galvanized iron 
Nylon roll
6A3.3401 N

€ 3,39/ml

STAPLED OCTAGONAL 
ROLL Ø 70
Gauge 15/10
TS 502 N
Cut to size

€ 24,78/ml

ADAPTER Ø 58 
FOR OCTAGONAL TUBE Ø 70
A5805_0501 € 17,76/pz

ADAPTER Ø 45 
FOR OCTAGONAL TUBE Ø 70 
A4505_0502 € 8,14/pz

ADAPTER Ø 45 
FOR OCTAGONAL TUBE Ø 60
A4505_0510 € 5,00/pz

SAFETY LOCK
SOL.TS.BS 003 N € 27,14/pz

SAFETY LOCK
WITH RING Ø 60
SOL.TS.BS 002 N

€ 31,21/pz

SAFETY LOCK
WITH RING Ø 70
SOL.TS.BS 001 N

€ 32,57/pz

SAFETY SPRING  
WITH PLASTIC 
COATED ROLLER 
6A3.3690 N

€ 4,07/pz

SAFETY SPRING 
WITH PLASTIC 
COATED ROLLER 
FOR NEWSOLAR MINI
6A3.3633 N

€ 4,07/pz

RAIL ENTRY FOR GATS 009N 
AND GUIDE 75 € 6,00/cp
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

RULLO
OTTAGONALE 

GRAFFATO

TS 415

TS 416

TS 420

TS 421

TS 500

TS 501

RULLO OTTAGONALE Ø60 
spessore 5/10 barre da 6mt

RULLO OTTAGONALE Ø60 
spessore 5/10 tagliato a misura

RULLO OTTAGONALE Ø60 
spessore 10/10 barre da 6mt

RULLO OTTAGONALE Ø60 
spessore 10/10 

tagliato a misura

RULLO OTTAGONALE Ø70 
spessore 11/10 barre da 6mt

RULLO OTTAGONALE Ø70 
spessore 11/10 

tagliato a misura

€ 3,50/ml

€ 4,00/ml

€ 6,00/ml

€ 6,50/ml

€ 10,00/ml

€ 10,50/ml

RULLO
TELESCOPICO

TSRT001

L=500

X = 420

A = 58

OTTAGONALE 60 MM 
CON CALOTTA MONTATA 

ART. 6D66633/11

€ 5,90/pz

A

A
V

V
O

LG
IB

IL
I -

- 
A
C
C
ES

S
O

R
I

94

AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

RULLO
OTTAGONALE 

GRAFFATO

TS 415

TS 416

TS 420

TS 421

TS 500

TS 501

RULLO OTTAGONALE Ø60 
spessore 5/10 barre da 6mt

RULLO OTTAGONALE Ø60 
spessore 5/10 tagliato a misura

RULLO OTTAGONALE Ø60 
spessore 10/10 barre da 6mt

RULLO OTTAGONALE Ø60 
spessore 10/10 

tagliato a misura

RULLO OTTAGONALE Ø70 
spessore 11/10 barre da 6mt

RULLO OTTAGONALE Ø70 
spessore 11/10 

tagliato a misura

€ 3,50/ml

€ 4,00/ml

€ 6,00/ml

€ 6,50/ml

€ 10,00/ml

€ 10,50/ml

RULLO
TELESCOPICO

TSRT001

L=500

X = 420

A = 58

OTTAGONALE 60 MM 
CON CALOTTA MONTATA 

ART. 6D66633/11

€ 5,90/pz
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

CALOTTA 
REGOLABILE 
CON PERNO

Ø 13 - Ø 12mm

6A6.6643

6A6.6645

PLASTICA PER RULLO 
OTTAGONALE 

DA 60 MM

PLASTICA PER RULLO 
OTTAGONALE 

DA 70 MM

€ 6,50

€ 7,20

PULEGGIA 
CON CALOTTA

FERRO ZINCATO 
SENZA GANCIO

PER RULLO 
OTTAGONALE 

DA 60 MM

6A5.3353

6A5.3363

6A5.3373

Ø 180

Ø 200

Ø 220

€ 3,50

€ 3,80

€ 4,20

PULEGGIA CON
CALOTTA
PLASTICA 

PERNO A FILO
PER RULLO 

OTTAGONALE 
DA 60 MM

6D5.3743

6D5.3753

6D5.3763

6D5.3773

Ø 160

Ø 180

Ø 200

Ø 220

€ 1,50

€ 1,90

€ 2,10

€ 2,50

PULEGGIA CON
CALOTTA PLASTICA 6D5.3573

Ø 220
PER CUSCINETTO Ø 42 MM 

ART. 6C35810

PER RULLO 
OTTAGONALE 

DA 60 MM

€ 2,80
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

RULLO
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€ 10,50/ml

RULLO
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X = 420
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OTTAGONALE 60 MM 
CON CALOTTA MONTATA 

ART. 6D66633/11

€ 5,90/pz
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

RULLO
OTTAGONALE 

GRAFFATO

TS 415

TS 416

TS 420

TS 421

TS 500

TS 501

RULLO OTTAGONALE Ø60 
spessore 5/10 barre da 6mt

RULLO OTTAGONALE Ø60 
spessore 5/10 tagliato a misura

RULLO OTTAGONALE Ø60 
spessore 10/10 barre da 6mt

RULLO OTTAGONALE Ø60 
spessore 10/10 

tagliato a misura

RULLO OTTAGONALE Ø70 
spessore 11/10 barre da 6mt

RULLO OTTAGONALE Ø70 
spessore 11/10 

tagliato a misura

€ 3,50/ml

€ 4,00/ml

€ 6,00/ml

€ 6,50/ml

€ 10,00/ml

€ 10,50/ml

RULLO
TELESCOPICO

TSRT001

L=500

X = 420

A = 58

OTTAGONALE 60 MM 
CON CALOTTA MONTATA 

ART. 6D66633/11

€ 5,90/pz

S

To be used only with 
“Cherubini” engines
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AVVOLGIBILI: accessori
PREZZI IVA ESCLUSA

PRODOTTO DESCRIZIONE CODICE   INFORMAZIONI PREZZO

CALOTTA 
REGOLABILE 
CON PERNO

Ø 13 - Ø 12mm

6A6.6643

6A6.6645

PLASTICA PER RULLO 
OTTAGONALE 

DA 60 MM

PLASTICA PER RULLO 
OTTAGONALE 

DA 70 MM

€ 6,50

€ 7,20

PULEGGIA 
CON CALOTTA

FERRO ZINCATO 
SENZA GANCIO

PER RULLO 
OTTAGONALE 

DA 60 MM

6A5.3353

6A5.3363

6A5.3373

Ø 180

Ø 200

Ø 220

€ 3,50

€ 3,80

€ 4,20

PULEGGIA CON
CALOTTA
PLASTICA 

PERNO A FILO
PER RULLO 

OTTAGONALE 
DA 60 MM

6D5.3743

6D5.3753

6D5.3763

6D5.3773

Ø 160

Ø 180

Ø 200

Ø 220

€ 1,50

€ 1,90

€ 2,10

€ 2,50

PULEGGIA CON
CALOTTA PLASTICA 6D5.3573

Ø 220
PER CUSCINETTO Ø 42 MM 

ART. 6C35810

PER RULLO 
OTTAGONALE 

DA 60 MM

€ 2,80

To be used only with 
“Cherubini” engines

To be used only with 
“Cherubini” engines
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MOTORS

LINE 
CLIMA RX

LINE CLIMA RX Ø45 

All CLIMA RX engines are electronic, with three limit switches, obstacle detection, 12 and 11 laps, 
and can be controlled by wall button or by remote control.

For integration with home automation systems please check on www.cherubini.it 
before the order.

CLIMA RX Ø45 | 10 Nm / 12 rpm adapter and bar (cod. A4506_0638) included € 240,43/pz

Motor torque 
(Nm) Speed (rpm) Power (W) Power supply 

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
10 12 135 230/50 433,92 0,6

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 2,30 546

CLIMA RX Ø45 |  32 Nm / 12 rpm adapter and bar (cod. A4506_0638) included € 297,67/pz

Motor torque 
(Nm) Speed (rpm) Power (W) Power supply 

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
32 12 225 230/50 433,92 1

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 3,20 586

CLIMA RX Ø45 | 25 Nm / 12 rpm adapter and bar (cod. A4506_0638) included € 286,23/pz

Motor torque 
(Nm) Speed (rpm) Power (W) Power supply 

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
25 12 215 230/50 433,92 0,95

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 2,63 546

CLIMA RX Ø45 | 50 Nm / 12 rpm adapter and bar (cod. A4506_0638) included € 332,02/pz

Motor torque  
(Nm) Speed (rpm) Power (W) Power supply 

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
50 12 275 230/50 433,92 1,25

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 3,20 586

CLIMA RX Ø45 | 15 Nm / 12 rpm adapter and bar (cod. A4506_0638) included € 274,78/pz

Motor torque  
(Nm) Speed (rpm) Power (W) Power supply

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
15 12 150 230/50 433,92 0,7

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 2,63 546

CLIMA RX Ø45 |  40 Nm / 12 rpm adapter and bar (cod. A4506_0638) included € 320,57/pz

Motor torque  
(Nm) Speed (rpm) Power (W) Power supply 

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
40 12 250 230/50 433,92 1,1

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 3,20 586

Electronic limit switch with built-in receiver, wire and radio control.
Setting possible with remote control or wired switch. Compatible with most home automation 
systems on the market.

Specific functions.
Manual and semi-automatic adjustment of the limit switches.
Protection against freezing and obstacle detection on both directions, sensitivity setting on 3 levels 
possible. Possibility of memorising an intermediate position.

Optional connections.
Wired switch.

 

MOTOR WITH BUILT-IN RECEIVER
Brown - PHASE
White - WIRED SWITCH
Blue - NEUTRAL
Yellow-Green

L1

45

60

Ø5
Ø3,25

48
29

Ø12

16,5 2

124 125

For technical assistance visit www.cherubini.it or call the free number 800.376464



LINE CLIMA RX Ø58 

CLIMA RX Ø58 | 65 Nm / 12 rpm adapter and bar (cod. A4506_0554) included € 400,72/pz

Motor torque 
(Nm) Speed (rpm) Power (W) Power supply 

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
65 12 330 230/50 433,92 1,5

Cable 4 x 0,75 
(m)

Operating 
time(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 5,90 646

CLIMA RX Ø58 | 85 Nm / 12 rpm adapter and bar (cod. A4506_0554) included € 412,16/pz

Motor torque  
(Nm) Speed (rpm) Power (W) Power supply 

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
85 12 330 230/50 433,92 1,5

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 5,90 646

AUTOMATION SYSTEMS

CLIMA RX Ø58 | 120 Nm / 11 rpm adapter and bar (cod. A4506_0554) included € 446,51/pz

Motor torque  
(Nm) Speed (rpm) Power (W) Power supply

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
120 11 415 230/50 433,92 1,9

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 5,90 646

CLIMA RX Ø58 | 100 Nm / 11 rpm adapter and bar (cod. A4506_0554) included € 423,61/pz

Motor torque  
(Nm) Speed (rpm) Power (W) Power supply 

(V/Hz)
Radio frequency 

(MHz)
Consumption 

(A)
100 11 360 230/50 433,92 1,6

Cable 4 x 0,75 
(m)

Operating time 
(min)

Protection 
degree

Receiver storage 
capacity

(No. Remote 
controls)

Weight (kg) L1 (mm)

lg. 2,5 4 IP44 15 5,90 646
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For technical assistance visit www.cherubini.it or call the free number 800.376464 For technical assistance visit www.cherubini.it or call the free number 800.376464

Accessories for Home Automation

BLUE BUS MODULE  € 162,84/pz

Command and centralisation modules 

- Allows the central command of different range of motors.
- Compatible with the entire Cherubini motorisation series, 
 both mechanical and electronic motors.
- Can also be used in mixed systems: rolling shutters, 
 adjustable shutters, screens, ecc.
- Several operating modes 
 (simultaneous mode or sequential mode).
- Includes an input for security devices.
- Includes inputs for Cherubini climatic controls.

CHARACTERISTICS

Power supply 110V - 230V ac
Power 2 W
Max. motor power 500 W
Operating temperature -10 °C +55 °C
Dimensions 80 x 80 x 45 mm
Weight 300 g
Protection degree IP44

cod. A510023

DOMOTIC ISOLATOR  € 116,00/pz

- This interface device allows to connect Cherubini 
 motors equipped with the white wire (Tronic RX, 
 Wave RX, Senso RX, Clima Plus RX, P&P Short RX, etc.) 
 to any domotic actuators from third-party 
 manufacturers.
-  Ensures proper insulation in white wire connection.
-  Ensures interlocking also in case of actuator failure.
- Powered contact actuators can also be connected.

CHARACTERISTICS

Power supply 230 V ac - 50/60 Hz
Max. motor power 500 W
Operating temperature -10 °C +55 °C
Dimensions 48,5 x 48,5 x 22 mm
Weight 38 g
Protection degree IP20

cod. A510052
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Remote controls

GIRO WALL  € 65,14/pz 

Wall-mounted one-channel remote control   

- Shallow and square design that can be inset into the wall.
-  It includes a completely removable wall bracket.
-  The bracket can be adjusted to correspond with square 
 mounting boxes to cover over any gaps in brickwork.
- Automatic close of the programming function.

CRC

Colours:

Anthracite
RAL 7016

White
RAL 9016

CHARACTERISTICS

Power supply 2,4V - 3V dc
Type of battery 1 x CR2430
Transmission frequency 433,92 MHz
Modulation AM/ASK
Decoder system Rolling Code
Operating range in open spaces 150 m
Operating temperature -10 °C +50 °C
Dimensions 78 x 78 x 10 mm
Weight 95 g

cod. A530090L

cod. A530091L

POP
POP series remote controls

-  Wall support with countersunk-head screw.
-  Easy-to-read white LED display.
- Long-lasting and easy-to-replace AAA batteries 
 included.
-  Hide unused channels function available.
-  Automatic close of the programming function.

Colours:

Closing cap/CordCasing
CRC

CHARACTERISTICS

Power supply 2,4V - 3V dc
Type of battery 2 x LR03 (AAA)
Transmission frequency 433,92 MHz
Modulation AM/ASK
Decoder system Rolling Code
Operating range in open spaces 100 - 150 m
Operating temperature -10 °C +50 °C
Dimensions 132 x 32 x 16 mm
Weight 63 g

POP € 61,07/pz
One-channel remote control 
for one receiver or one group 
of receivers. 

cod. A530126

POP PLUS € 81,42/pz
Multi-channel remote control 
with 7 individual channels and one
global channel. Hide unused channels 
function available.

cod. A530138

For technical assistance visit www.cherubini.it or call the free number 800.376464

Remote controls

SKIPPER LCD  € 189,98/pz  
Multifunction 50-channel remote control  

- Ergonomic design.
- Easy to use.
- Simple and intuitive programming.
- Visualization Graphic display LCD RGB 1,8”.
- Control device type Joystick type.

CRC

Colours:

BlackWhite

CHARACTERISTICS

Power supply 2,4V - 3V dc
Type of battery 2 x LR03 (AAA)
Transmission frequency 433,92 MHz
Modulation AM/ASK
Decoder system Rolling Code
Operating range in open spaces 100 - 150 m
Operating temperature -10 °C +50 °C
Dimensions 140 x 45 x 25 mm
Weight 100 g

For technical assistance visit www.cherubini.it or call the free number 800.376464

cod. A530035L

cod. A530041L
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GUIDE TECHNICAL SHEETS

GATS 001N GATS 004N
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26,2
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GATS 006N



GUIDE TECHNICAL SHEETS
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SAMPLES

CARRYING CASE PROMOTIONAL BROCHURE

LIST CATALOG
MOCK UP STAND

PRICE  
€83,93/pz

design ITALIANO

Sistema di controllo solare

Language Italiano-Inglese PRICE  
€0,00/pz

Language Italiano-Inglese PRICE  
€0,00/pz

PRICE  
€179,85/pz

PROMOTIONAL TOOLS

49 cm

25 cm

100 cm
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otori con rilevam
ento ostacolo. 

Per l'utilizzo di un m
otore senza queste specifiche la Tenda Sistem

 è esente da ogni responsabilità.

ATTENZIO
NE: si accettano solo m

isure finite com
e indicato nella scheda tecnica

C
LIEN

TE:

note
riferim

ento
distanziale

guida richiesta:

(indicare le guide 
da catalogo)

(annotazioni particolari)
per esem

pio: per 92,7 x 210 com
unicare 92x220

PRESA M
ISURA



ORDER FORMS

M
odulo d'ordine

versione apr. 2022

C
LA

SSE R
C

4 - R
C

3 

preventivo

conferm
a d'ordine

D
ata:

PZ
larghezza

altezza
tipo m

isura       
A

 o B
4

3
SIL

m
otore

distanziale

distanze 
disponibili

Per ragioni di sicurezza la Tenda Sistem
 srl prevende l'uso di m

otori con rilevam
ento ostacolo. 

Per l'utilizzo di un m
otore senza queste specifiche la Tenda Sistem

 è esente da ogni responsabilità.

ATTENZIO
NE: si accettano solo m

isure finite com
e indicato nella scheda tecnica

C
LIEN

TE:

note
riferim

ento
colore

M
ODELLO 

SECURE

SCEG
LIERE DA 

CATALO
G

O

PRESA M
ISURE

note:

(annotazioni particolari)

G
U

ID
A

 PER
 R

C
4 E R

C
3 PR

O

AB

M
odulo d'ordine

versione apr. 2022

C
LA

SSE R
C

3 IR
 - R

C
2

preventivo

conferm
a d'ordine

D
ata:

PZ
larghezza

altezza
SIL

3 IR
2

m
otore

distanziale

distanze                                      
disponibili colore

note
riferim

ento

Per ragioni di sicurezza la Tenda Sistem
 srl prevende l'uso di m

otori con rilevam
ento ostacolo. 

Per l'utilizzo di un m
otore senza queste specifiche la Tenda Sistem

 è esente da ogni responsabilità.

ATTENZIO
NE: si accettano solo m

isure finite com
e indicato nella scheda tecnica

C
LIEN

TE:
M

ODELLO 
SECURE

per esem
pio: per 92,7 x 210 com

unicare 92x220

PRESA M
ISURE

G
U

ID
A

 PER
 R

C
3 IR

 E R
C

2
note:

SCEG
LIERE DA 

CATALO
G

O
(annotazioni particolari)



ORDER FORMS

versione apr. 2022

modulo accessori
conferma d'ordine:

ordine esecutivo: Data:

cliente

pz cod. articolo nome articolo riferimento

ATTENZIONE: si accettano solo misure finite: interno guide -7 mm / altezza luce +10 cm

Per ragioni di sicurezza la Tenda Sistem srl prevende l'uso di motori con rilevamento ostacolo. 
Per l'utilizzo di un motore senza queste specifiche la Tenda Sistem è esente da ogni responsabilità.
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LEGAL NOTICES
Unless otherwise stated in the quotations, in the order confirmations or in special individual agreements, Tenda Sistem srl, hereinafter Tenda 
Sistem, will apply the following general sale conditions in all its supplies. The commercial relationship, with the tacit approval for the execution of 
the supply or with the acceptance by signing these general conditions, which form an integral part of each order, will be understood for its entire 
duration ruled by what is established below, without any further express or tacit acceptance.
1. PRICES
The prices of the goods are those declared in the price list in force at the time of delivery, except for written derogation. The offers are valid with 
the indicated prices, for the mentioned period and are intended excluding VAT, ex our factory.
2. ORDERS
Orders must be placed in writing, by fax or e-mail and acceptance of the order at Tenda Sistem headquarters is equivalent to the conclusion of 
the contract. For phone orders, Tenda Sistem will not be liable for any mistakes.
3. CATALOGS AND TECHNICAL SPECIFICATIONS
The information contained in the catalogs or advertising material, such as products or components technical characteristics, dimensions, assembly 
diagrams, colors, etc., are merely indicative, due to the technical specifications and the technological evolution of company products. More specific 
data may be provided from time to time and upon explicit request. In order to improve the quality of the product, Tenda Sistem reserves the right 
to modify the same without prior notice and even after acceptance of the order. The company reserves the right to make partial or total changes 
to the products without notice, disclaiming any responsibility for any inaccurate data.
4. CHANGES AND CANCELLATION OF ORDERS
Tenda Sistem reserves the right to accept changes or cancellations of orders according to the progress of the order. In any case, changes or 
cancellations of the order not communicated in writing will not be accepted.
5. DELIVERY METHODS
Tenda Sistem will deliver the ordered products to customers through a carrier of its choice, or directly if the delivery place falls within the areas 
served by the company delivery service.
6. ACCEPTANCE AND RETURNS
All products are presumed to be accepted at the time of delivery, except for the purchaser’s right to report defects or product discrepancies; this 
must be reported IN WRITING and, under penalty of nullity, must contain specific reasons. The so-called withdrawal “ad nutum” is not admitted. 
As a result of the timely notification of the defect or discrepancy, in agreement with the customer Tenda Sistem will replace the defective products 
or refund the price. The disputed goods must be delivered to Tenda Sistem no later than 7 days from receipt of the report for the suitable checks. 
Tenda Sistem has the right to test the products upon their return and to charge the customer for any costs incurred in the event of an unfounded 
complaint.
7. TERMS OF PAYMENT
Payment must be made according to the terms and methods indicated on the invoice. Direct remittances must be made by bank transfer, 
cashier’s check, or cash. The goods remain the exclusive property of the selling company until their full and final payment. Payment cannot be 
suspended or delayed for any reason. For delayed or missed payment, in addition to bank charges, unpaid management costs of € 10.39 and 
default interest will be charged at the legal reference rate and always within the threshold rates. In the event of delayed or missed payment, the 
selling company reserves the right to cancel or suspend subsequent deliveries planned (Article 1460 of the Italian Civil Code) and to demand 
immediate settlement of all credits.
8. WARRANTY
Unless otherwise agreed, the products by Tenda Sistem are covered by a warranty in accordance with the law starting from the date of delivery. 
The guarantee is intended for free replacement and / or repair of parts with manufacturing defects. The warranty does not include: replacements 
of roller shutter curtain worn by atmospheric agents or damaged by third parties. The warranty is excluded for: damage suffered during transport, 
poor storage, manipulation, problems due to incorrect assembly, inexperience in use, exceeding the performance limits as well as for all other 
causes that were not attributable to the direct fault of Tenda Sistem and again when the consequences derive from incorrect or incomplete 
information provided in the order phase. The warranty automatically ceases when repairs or changes of any kind are made without the 
supplier’s consent. The warranty terms are absolutely peremptory and are valid even if the material is not used. The material that is considered 
defective must be sent, upon notice to TENDA SISTEM, carriage paid, and the replaced one will remain the property of TENDA SISTEM.
9. COMPENSATION FOR DAMAGES
For production mistakes , defects of the products, as well as for their malfunction in relation to the agreed intended use, for which, however, the 
responsibility of Tenda Sistem will be ascertained, the new production and new delivery will be recognized, only and exclusively of the same 
articles, identical in quantity and quality (kind and type) free of any defect and fully functional. All other costs incurred are therefore excluded, 
such as: disassembly, reassembly, man hours, travel hours, transport costs, etc., as well as any other reason for direct or indirect compensation.
10. INTELLECTUAL AND INDUSTRIAL PROPERTY
Tenda Sistem reserves all rights for all the contents (texts, images, etc.) that appear on its printed material and on the website. Such contents 
may be used by third parties only with prior written consent. The customer acknowledges the validity of any exclusive right deriving from the 
intellectual and industrial property titles of Tenda Sistem.
11. AUTHORIZATION FOR THE USE OF TRADEMARKS
The customer is authorized to use the trademarks only for the promotion and sale of authorized products; he has the right to add, with the 
authorization of Tenda Sistem, its own brand but it is absolutely forbidden to suppress the commercial symbols of Tenda Sistem. The customer 
must comply with all the clauses of this document as well as all the rules, standards, or general indications disclosed from time to time by Tenda 
Sistem for the display and use of the brands, and undertakes to transfer such conditions for users of company products. The customer must 
always use Tenda Sistem brands in accordance with the canons of good taste, avoiding using them in such a way as to cause commercial 
damage to Tenda Sistem. The customer is not authorized to allow their customers, or anyone else, to use Tenda Sistem brand in any way. The 
customer will immediately report to Tenda Sistem any abuse or unauthorized use of the trademarks that may come to his attention. The customer 
agrees to keep at least the same quality level as ensured at the time of delivery of the goods for the authorized products and materials, 
documentation, services, and related packaging. The customer also undertakes to adapt to all the standards set from time to time by Tenda 
Sistem for the sale of products. In the event that Tenda Sistem, at its sole discretion, detects in the use of the trademark, and in general in the 
marketing of Tenda Sistem products, a quality level lower than that established, or the customer’s failure to adapt to the standards required 
for the sale, it can immediately revoke the authorization for the promotional use of the brand, the sale of its products and take any other 
appropriate measures.
12. PROTECTION OF PRIVACY INFORMATION PURSUANT TO ART. 13 OF ITALIAN Legislative Decree 196/03
Personal data is collected for purposes related to the management of ordinary commercial relationships, to keeping customer / supplier accounts, 
for exclusively internal purposes of statistics, market research and for commercial communications; the data will be stored in paper archives and 
/ or stored on magnetic archives in compliance with the laws in force as indicated in art. 11 of Legislative Decree 196/03; personal data will be 
disclosed for the performance of commercial, administrative and accounting activities within Tenda Sistem and to persons who carry out specific 
tasks related to the fulfillment of administrative, accounting and management obligations related to the ordinary performance of our economic 
activity. The ownership of the treatment of the data object of this informative belongs to the Tenda Sistem. We also inform you that pursuant to 
art. 7 of Legislative Decree 196/03, you have the right to know, update, delete, rectify your data or oppose their use if they are treated in violation 
of the law. Pursuant to art. 13 (information) Legislative Decree 196/03, “Code regarding the protection of personal data”, we inform you that the 
personal data you provide may be processed by Tenda Sistem.
13. DISPUTES AND JURISDICTION
For any dispute arising from the interpretation or execution of the aforementioned clauses, the parties mutually agree to selectively and 
exclusively refer to the Court of Bari.
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